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Chapter 1 Introduction

The PowerVideo Plus is a central management system (CMS) that allows you to remotely manage
EverFocus’ DVR, Mobile DVR, NVR and IP cameras connected on the LAN or WAN.

Supported Models:

All EverFocus branded products (few products are still in the integration process)

Key Features:

¢ Simultaneously access any combination of IP, analog and mobile devices

e Upto 10 pages of 8 x 8 Live View Matrix screens with automatic timer based page flipping (see
3.2 Matrix View)

e Supports unlimited number of monitors up to Microsoft Windows minimum limit (see 3.3
Floating Matrix)*

e Manual, scheduled and event based recording

e Supports multiple recording folders and round-robin over-write schema

e PTZ controls and digital zooming

e Bandwidth monitor

e Time /Event / Smart search

e User access management

e GPS tracking*

¢ Dynamic E-Maps

“uxn

The items marked with only supported by the licensed version (see 1.3 Activation).

1.1 Minimum System Requirements

0S (32 / 64-bit) Windows XP (Service Pack 3) / Vista/7/8
CPU Intel Core i3
RAM 4GB
Graphic Card DirectX 10 compliant graphics card
Ethernet 10/ 100/ 1000 Base-T Ethernet
Hard Disk 100 MB for program install (not include video storage)
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1.2 Installation

You have to download the PowerVideo Plus software and then install it in your computer. To
download the PowerVideo Plus software, go to the Download Center of EverFocus’ website
(www.everfocus.com.tw) and follow the steps below.

1. Go tothe Download Center Web page by clicking Support < Download Center.

2. Select Software from the Document type drop-down list.

Document type: #
Document type:

Datashest v| |Family % | Series: v | Model v |
fanual

Firrrware

- Q

Certificate(l=0)

3. Type “powervideo plus” in the Keyword Search column and then click the Search < putton.

The PowerVideo Plus download information appears.

| Software v |
keyword Search |puwewiden plus Q
Document type File Description Product Name Release date Version Size Downlo ad
Software Fowerfideo Plus vl .35 Fowerideo Plus 20131 2109 w1.34 G2 340K H

4. Click the Download H button to download the software to your computer.

v

Extract the zip file to your computer.

6. Find the PowerVideo Plus.exe and double click it.

N

Follow the on-screen instructions to complete the setup.
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1.3 Activation

The PowerVideo Plus CMS software comes with three versions: PVP Lite, PVP Pro-M and PVP Pro-IP.
To activate the licensed versions (PVP Pro-M and PVP Pro-IP), users are required to register using a
valid key. The table below shows the supported functions of each PowerVideo Plus version.

Versions and Respective Functions of the PowerVideo Plus

' PVP Lite PVP Pro-M PVP Pro-IP
PVP Version
(Free) (MDVR) (DVR / NVR +IP)
Max. Number of MDVR Device 8 units No restriction 8 units
MDVR Channels on Live View 64 channels No restriction 64 channels
Max. Number of DVR/NVR Device | 20 units 20 units No restriction

DVR/NVR Channels on Live View

128 channels

128 channels

No restriction

Max. Number of IPCam Device 32 units 32 units No restriction
IPCam Channels on Live View 32 channels |32 channels No restriction
IPCam Recording Channels 16 channels 16 channels No restriction
Floating Matrix 1 No restriction No restriction
GPS Function No Yes No

Online and Offline Activation

Users can activate the license by an Online or Offline process. Computers connected to the internet
can be activated Online while computers without an internet connection should be activated using

the Offline process.

Please be noted that each license can be activated to only 1 computer. Users can deactivate and
transfer the license to another computer. Please refer to the following steps on how to activate the

license Online / Offline.
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Online Activation:

1.

4.
5.

On the Main Screen, click About (No.8, Figure 2-2) and click License Manager. The following

window appears.

#* Power¥ideo Plus Activation

Letivation | Activated Licenses

() Omline

Registration Name: |EF

Instellatinn Key: |SZMM4YOB-5JUVEK 12 |
Licenze Key: H0-48 T5BETZ-4DG SZSHR-41360ER - IZWVE TLE T4 - 2HFDDZH 3- 3M2E01 SN-SVEEURI L AI- 3V CHIV WF-1FU24Z1-44MIBELR |
Activation Key: | WRIAXITTEQ-16WaGGOHOS5-1 VB2 WLORO-1 EDYFE SFAE-1 TNARFHESI- 1 V78D ¥ 7G-1KLC TE3KP4-1PCKBCJFT?-19YWI.'|

Activate

() Offline
Expart Offline License File : |C:\Documents and Settingshjo_kuo' SN0 line _Activation
Export Offline File Information
Trnport Offline Setivation File : |C:\Docu.ments and Settingstio_lno' R ECEMMAY OB-SI0VEK TZ 1 Browse

For Offline Letivation please wizit : hitp#licensdng everfocus intOffline Letivation aspx lifiport

Figure 1-1
Select Online. Type a name in the Registration Name field. Copy your license key and paste it in

the License Key field.

Click the Activate button, the PowerVideo Plus software will automatically display the

Activation Key in the Activation Key field. And the below message pops up.

Power¥ideo Plus

\ i ) Power¥ideo Plugs has been successfully activated.

Figure 1-2
Click Yes to exit and the PowerVideo Plus will restart automatically.

In Figure 1-1, click the Activated Licenses tab, you will see the added License Key listed in the
Activated License Key field.

#* Power¥ideo Plus Activation

Activated Licenses

Activated License Key
404 MINI R-4DENS1 X B-4IEQGOT 3- 3DIESET 3- 3L U072 WV - 2GHOVPON-3V4B5RIT-2DLVGEITICYF-44E . Detail Die-antivate

Aetivation

License Detail De-activate

Figure 1-3
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6. If you want to deactivate a license key, in Figure 1-3, click to highlight a license key and then

click the De-activate button.

Offline Activation:

If you have installed the PowerVideo Plus in a computer without an internet connection, you can
use the Offline process to activate your license key. You will need to have another computer with
internet connection for validating and generating an Activation Key.

1. On the Main Screen, click About (No.8, Figure 2-2) and click License Manager. The following

window appears.

#* Power¥ideo Plus Activation

Activation | Activated Licenses |

(O Crline

Registration Name: EF |
Instellation Key: 3ZMM4TOB-5I0VEETZ |

Licenze Kew: | |

A ctivation Key: | |

Activate

(%) Offline

Export Offline License File |

[ Export Offline File Infarmation

Import Offline Activation File : | | Browse

For Offline Activation please wizit: http:ilicensing everfocns.ind0ffline & ctivation aspx Haafstel

Figure 1-4

2. Select Offline. Click the Export Offline File Information to export the “Offline_Activation” file to

this computer.
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3. Find another computer with internet connection. Open a browser and type

http://licensing.everfocus.in in the address field to open the following Web page.

¢~ hitp:#licensing everfocus in/Offline Activation aspx - Windows Internet Explorer

% - ‘EI Tittp e nsin e everfocnsin O lne Ao e tion aspa VHE‘ |E| ‘E| ai Live Zeauch
28 |- ghﬂp Micensing everfocusi.. 2 ﬁ il = @ T

OFFLINE ACTIVATION
EF
3MEPT1)23-30REANCV-3VEBZSMN-I00GA-48TEBETZ-4DGSZSHR-41280ER )12V XTLET4P)-2HFDDZX 2-3M2E0 1 SN-SWVEEURN A 3% CHEWVYF-1 F|
I I_ Browse l Uplead File

OHOS5-1VBO2WLORO-1KDWFX5F3B-17N4RFHF SH1WKT28D1WT G-1KLCTE3KP4-1PCK3ICIFT7-19 14Z-1K]

ation Filz button to dovwnload
Figure 1-5

4. Type a name in the Customer Name field. Enter your license key in the License Key field. Click

the Browse button to browse the pre-exported “Offline_Activation” file.

EF
3MSPT1J3-30REBANCV-IVESBZSMN-I00G0-48TSE87Z-4DG5ZSHR-41360ER-1 2V KTLSTAP)-3HFDDZX3-3M2E Q1 SN-SWVEEURI A 3W CHEWWVF-1F|
3ZMN4Y 0B-5J0VEKTZ Browse Upload File

VRIAXITTE GOHO5-1VBO2WLORO-1KDWVFX5F3B-1TN4RFHFSI VKT 801 W7 G-1KL CTESKP4-1PCKICIFTT- 18 WIS 3N AZ- TKESQAXIP-1

Validate and Generate Activation Key Download Activation File

Figure 1-6
5. Click the Upload File button, the Installation Key will be displayed automatically.

6. Click the Validate and Generate Activation Key button, the Activation Key will be displayed
automatically.

7. Click the Download Activation File button to download the activation file (.lic) to this computer.

8. In Figure 1-4, click the Browse button to browse the Activation File (.lic) and then click the

Import button, the below message pops up.

Fower¥ideo Plus

-
' | ) PowerVideo Plos has been successfully activated.

Figure 1-7

9. Click Yes to exit and the PowerVideo Plus will restart automatically.
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Chapter 2 Getting Started

2.1 Accessing the PowerVideo Plus

Start the PowerVideo Plus software, the following login dialog box appears. Please type your user
name, password and then click the Login button to enter the system. The default user name and
password are admin.

I3 Login fXI
- u
PowerVideo Plus |admmm |
Version 1.36
Password
[ |
[] save my login credential
FJEverFocus’ [ Logn |
Figure 2-1

Note:

1. To change the language of the user interface, on the Main Screen, click Option (No.7, Figure
2-2) and click Select Language.

2. To change the username or password, on the Main Screen, click Option (No.7, Figure 2-2) and
select User Management. See 2.5 Configuring the User Account.
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2.2

Main Screen

Application

Live Tiew

||—i—|—|—\—|m|z
Devices GPS Report Diymarmie E-Maps Option Lhbout

@_
@_
®

Device View | Group View

=] 'E PowerVideo Plus
=== DVE

& [P Camern
Il 5

i=, Mobile DVR

£ Welcome admin!

C:17.30 GB {1187 %) ... | Auio axchive ssrver status : Off | Recording server status ¢ Qi | Alsem server status - Off | Page ssquencing status : Off |r 1

=g

Figure 2-2

The controls on the Main Screen:

Description

Application Click to log out or exit the system.
. . Click to modify the display of the Live View Matrixes. By default, the live
Live View . o . o
view matrix is in single camera view. See 3.2 Matrix View.
Devi Includes the functions related to Device Management, Remote Archive,
evices
Playback, Snapshot List Search and PTZ Control.
GPS Click to start GPS tracking or playing back GPS data.
Report Click to print out the alarm report.

Dynamic E-Maps

Click to start the Dynamic E-Maps function. See Chapter 7. Dynamic
E-Maps.

Click to set up the Storage Path, Recording Schedule, Archiving
Schedule, User’s Privileges Management, and the Language of the user

Option
P interface. You may also start the Alarm Server, Auto Archive Schedule
Server, Backup Utility and Bandwidth Monitor.
About Click to view the version of the PowerVideo Plus and its list of supported
ou

devices.

Full Screen Icon

Click to view / exit full screen.

Live View Tool Bar

Use the Live View Tool Bar to operate the audio, video, snapshot, quick
playback and recording functions directly on the live view window. See
Chapter 3. Live View.

Layout Tool Bar

Click to select a layout.

Device List

Displays the list of connected IP devices. You can also Group the

connected IP Devices. See 2.4 Device List.

Display Window

Displays the live view matrix.
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2.3 Adding an IP Device

You need to add a DVR, Mobile DVR, NVR or an IP camera before start using the device related
features. You can automatically search for EverFocus’ devices on the network and then add them to

the Device List or add EverFocus’ devices manually.

To automatically search for EverFocus’ devices on the network:

1. Click the Devices button (No.3, Figure 2-2) and click Device Management. The following window

appears.

I3 Device Management

S=1Eg

DVR | IP Camera Mobile DVR NYR
Device Mame b odel IF Addresz/DOMS Address
EPaRAZEL-1644 192 1658.32.204
DY¥Ez) : 1
Figure 2-3
"‘1.

2. Click the Auto Discover Devices button . The connected devices will be automatically listed.

B=Es

I3 Find Devices

. Y )
N {3-“ (w!
Machine A Subnet Gateway
MName P AuEsE P Address IF Type hiask Address Ll
|| 0 a000 00:11:14:08:31... Static IP g
]| EmMvig00 192.168.0.254 |80 8284 336AA.. |DHCP 255.2595.255.0 |192.168.0.200
[]|EDM3160-1.2.2 |192.168.32.140 |80 ao:A1:14:00:7.. |DHCR 2652852550 |192168.32.254
[]|EDM1320-1.03 |192.168.32.103 |80 00:11:33:55:00.. |DHCF 2652852550 |192168.32.254
[ Select A1 * Already added device{s) * Hot addex device(s) * Invalid Port
Status: Device information read successfully. Total device found 4
Figure 2-4
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3. Check a box to select a desired device. Click the Login button {%"‘, type the user name /

password, and click OK to login. The system will detect the selected device automatically.

I3 Find Devices

4 Login X
Machire — G atenway
Marne IP Addrass Fart A o Madel

[FI 192 168.32.205 |5000 0o I|192.158.32.254

]| EmviB00 192 168.0.254 |80 apati Fasaword 192 168.0.200

W

[ QK ] [ Cancel ]

[J|EDM1320-1.0.3 |192.168.32.103 |80 00 192.168.32.254

[] Select Al ' Already added device(s) * Hot added device(s) * Invalid Port
Status: Device information read suceessfully. Total device found 4 .

Figure 2-5

Note: You can login to multiple devices having the same User / Password combination at the
same time by selecting multiple devices.

4. Type a meaningful name in the Machine Name field to help you identify the device and then click

B to save the settings.

Once all of your devices are added, click E&38 to close the Find Devices window. The device list

should now contain the list of the devices just added.
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To manually add an EverFocus’ device:

1. Click the Add Device Wizard button @ in Figure 2-3. The following dialog box appears.

I3 Add New Device Wizard

Device Setup
Click Nexdt to verfy the entered configuration.

[] Enable DDKMS | everfocuzddng. com

Device Name [EDN |
IP Address 1192.168.32.111 |
Port 80 |
User Name user] |
Password | xxxxxxxx |

|

|

Device Type: | IP Camera w

Back [ Mext ] [ Cancel

Figure 2-6
2. Input the information of the IP device for verification. There are two ways:

a. Type the Device Name, IP Address, User Name and the Password of the IP device. Modify the
default port if necessary. Select the device type of the IP device from the Device Type

drop-down list.

b. Check the Enable DDNS box and type in the host name. Select the device type of the IP
device from the Device Type drop-down list.

K3 Add New Device Wizard H=E
Device Setup
Click Next to venty the entered configuration.
Device Name \EHN316D |
IP Addhess | |
Part | |
Jser Mame | userl |
Password [P |
Enable DDNS |EF|:am | .everfocusddnz. com
Device Type: | IP Camera W |
Back [ Next ] [ Cancel
Figure 2-7
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3. Click Next. The wizard will verify the IP device automatically. Click Finish.

I3 Add New Device Wizard

Device Yerfication

Click Finish to save the verified device.
Connection: *?
Authentication: \:?

Tser Level: SUPEEVIZOR

Device Model Detection; \?

Device Model: EDN 1320

Back

|

Finish ] [ Cancel

Figure 2-8
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2.4 Device List

The connected IP devices will be listed in the Device List. You can optionally display the added devices

in Device View or Group View.

- EverFocus [ Power¥ideo Plus - Page 1l " - EverFocus [ Power¥ideo Plus - Page

Application Live View Application Live View

@ n 4 @ p e @ 4 fRpe
| HEEEEEE |

roup View | | Device View
= ¥ PowerVideo Plus = 'IB PowerVideo Plus
----- === DYR =2l TW
=ogf IPCamers | == OVE
™ & IF Camer
e s L ;
...... || Mobile DVR ; E;ﬂﬂ o
=
—s=m N¥E | | il a=m Encoder
2% NVR_US =R TS
W === NVREOMx | | . === DVR
..... ==a Encoder o i TP Camera
A=l Mobile DYR
----- == NYR
----- a=m Encoder

£ Welcome admin! £ Welcome admin!

Figure 2-9

1. To add a Group, in the Device View List, right-click an IP Device and click Create Sub Group.

¥ EverFocus [ Power¥ideo Plus - Page 1 ]

Application Live View

@|n & @ p e
(O = = e e

e
= S PowerVideo Plos

...... == DVE
....... e m
| Mobile |_ Create Sub Group |I
Figure 2-10

10
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2. After clicking Create Sub Group, the following window appears.

I3 ¥ew Sub Group E|

Sub Gronp Name : |TW |

| ] || Cancel |

Figure 2-11
3. Type a meaningful name in the Sub Group Name field and click OK. The group name will be listed.

E‘iEverFucus [ Power¥ideo Plus - Page 1

Live View

Application

@ v 4 @ p e

(O == 38 e e e

Device View | Group View |

= 'IB PowerVideo Ploz
= [VE

[

Figure 2-12
4. To add IP devices to the created Sub Group, right-click the created Sub Group and click Add

Device, the Add Device Wizard appears (Figure 2-6).

i EverFocus [ Power¥ideo Plus - Page 1 ]

Application Live View

CEREENE: 1 3K

[

Device View | Crroup View |
= \E PowerVideo Plus
w=n VE

[

Delete Sub Gronp
Rename 3ub Group

Figure 2-13

11
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To delete or rename an added Sub Group, click Delete Sub Group / Rename Sub Group in the
above image.

Follow Step 1 to Step 4 to optionally add multiple groups.

To move an IP advice from one group to another, right-click an IP device, click Move To and then
select a Sub Group.

¥ EverFocus [ Power¥ideo Plus - Page 1 ]

Application Live View Devices GPE

WEEEEEE

Dienvice Wiew | Grronup View
= '@ Power¥Video Plng
= [VE
& IF Camera
1| :
i Mahile DVE
[=} e NVE

My U3

e N EE004

2 Update Camers Name from NVR
== Encoder | ) .
¥ Open Device Settings
= Open Playback
@ Stop AL Camera
| Move To 3 | WNone
o | Actvate Alarom Cutput 3 I3
Figure 2-14

12
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2.5 Configuring the User Account

You can create multiple user accounts with different privileges. Click Option (No.7, Figure 2-2) and

select User Management. The User Privileges window appears.

B3 User Privileges

Groups | Users || Device Priviege

(o B (o

Groups

Admin

Status: ##

|
Uszer Group Hame : | TPE
Frivileges Modify View Wiew Archive
DvR
Uzer M anagement Wbl DVA
Device Management NV
Configure Meta Server Port
Record S cheduler Wiew Playback.
Archive Scheduler OVRANYR
Live Wisw Mabile DWR
Dynamic E-taps
Configure Alarmn Matification IP Camera
Configure &larm Server Port Synchiorize
Set Device settings
Device Privilege Snapshot
Clorne D'WR Settings
GPS Tracking Modify PTE Control
GPS Tracking Playback
GPS Fencing Set Configuration
PS5 Canfig
Activated Licenses
Configure Record Settings

Figure 2-15

1. To create a group, click the Groups tab and click the Add New Group button KQ

2. Type a name for the new group and select the privileges for the new group.

3. Click the Save Group button B , the new group will be listed in the Groups list.

4. To create a new user, click the Users tab and click the Add New User button ii@

5. Select the Group the user belongs to and enter the user name and the password both in the

Password and Confirm Password fields.

6. Click the Save User button B , the new user will be listed in the Users list.
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To change password:

1. Click the Users tab, select an user from the Users list and then type the password in the Old
Password field.

I3 User Privileges

Uszers WD evice Privilege

User Group Mame : |Tai|:-ei w

P

Usger Marne : |SF'D

Password : | Show Password

|
|
0ld Pazzwaord | |
|
|

Confirm Password ; |

Figure 2-16

2. Type a new password in the Password and Confirm Password fields.

3. Click the Save User button B to save the settings.

To block specific cameras from a Group:

1. Click the Device Privilege tab, select a group and select a device. The related cameras will be
displayed in the Allowed list.

2. Select a camera and use the buttons to add / remove the camera to the Blocked list.

3. Click the Save button B to save the settings.

N3 User Privileges

Groups | Users fDewice Privilege

Groups Dewvices Allowed Blocked
EDMN Camera 2
Camera 3 Camera 8
EDMN3ED-1.2.2 Camera 4 Camera b

EP&RAZES

Camera &
Camera ¥

Status: ##

Figure 2-17
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Chapter 3 Live View

You can manage the live video on the display window.

B

¥ EverBocus [ Power¥ideo Plus - Page 1 ]

Application Live Fizw Devices GES Report Dynamic E-Maps Option About

Device View | Group View|
= ¥ PowerVideo Pns
[ == DYR
=== ECORZ64
= g 1P Camera
@ [l
& EHN3340
& EZN32601.21
=L Mobile DVR
[} == NYR
=== NYRE004%

=== Encoder

i e

£ Welcome odsinl 734 GE (1184 %) .. | Avto archive server status : O | Recording ssrver status : O | Alsrm server statos © 0 | Page sequencing status : O | LiveVisw Aetivity: Changing Matrix to 1X1. | (7

Figure 3-1

3.1 Live View Tool Bar
You can operate the audio, quick playback, snapshot and recording functions using the tool bar.

D)

L) e =] @]

Figure 3-2

Description
() Audio On/Off Click to turn on / off the audio-out function.

[y

Click to temporarily disconnect the live streams. Please refer to

N

w

Il Pause/Play
15.2 Temporarily Disconnecting Live Streams.

& Microphone On/Off | Click to turn on / off the microphone function.

Click to take a snapshot. By default, the snapshot images
are saved at C:\Program Files\Everfocus\PowerVideo

4 ¥9 Takea Snapshot Plus\Everfocus\Snapshot. To change the storage path,
see 4.1 Changing the Recording Path. To search
snapshots, see 15.5 Snapshot List.

Play back the videos from the predefined interval of the

3 P Quick Playback _ o
DVR/NVR. This function is for DVR/NVR only.

Start/ stop recording the live stream to the computer (Chapter 4
Live View Recording).

6 @ Start Recording (W: Indicates the IP camera is on live view recording.

: Indicates the IP camera is in the schedule recording mode.

Live view recording is disabled.
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3.2 Matrix View
The Matrix View allows you to monitor up to 64 cameras from EverFocus’ DVR, Mobile DVR, NVR or IP

cameras on the same screen. You can edit up to 10 pages of Matrix View in different matrix sizes.

1. On the Main Screen, click Live View, click Go To Page and select a page and then click to check

the selected page. You can optionally edit the name of this page by typing a name in the column

above Add to Favorites.

i# EverFocus [ Power¥ideo Plus - EverFocus ]

Application Devices
[:‘“;, T L Iatrix 3
UIIIEi e B oo s T [vrford
Bl g Page 2 . 444 1o Favouritss
T'In\.'mn Viewe | Memaam Tin - _ _ W o & o
Figure 3-3

2. Select a layout from the Layout Tool Bar or click Live View, click Matrix and click (check) a matrix

size.

i EverFocus [ Power¥ideo Plos - EverFocus |

Application Live View Devices {
@ 0 & | g Mebix v T m
T TE T5T TR © o To Page » ! 2X1 |
Figure 3-4

3. Dragand drop a camera view from the Device List to the desired squares on the Display Window.
You can also spread the whole camera streams of a DVR / NVR / Mobile DVR or all the streams on
the IP camera list into the matrix by dragging and dropping the device to the matrix.

¥ EverFocus [ Power¥ideo Plus - EverFocus ]

Application Live View Devices GP3 Report Dymamic E-Maps Ciption About

@l ora/ple \

IO

Device Tiew | Group View
= V@ PowsiVideo Plus
[-==m DVE /—\
£

& EDN3160
& EHNZ340
& EZN32E01.27

[ ;
)l bobile DVE: / ~A

o === NVR
el VTR E00422

s=a Encoder

£ Welcome adiGinl7.34 GB (11,84 %) ... | Luto archive server status : (ff | Recording server status : Oy, | Alarm server status . Off | Page sequencing status : Off | LiveView Letivity: Changing Matrix o 3E3. | ()

Figure 3-5
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4. Click Live View and click Save Current Page to save this page.
5. Repeat from Step 1 to Step 4 to edit another page.

6. To add a certain page to the Favorites Page, on Figure 3-3, select Add to Favorites. The page will
be added to the Favorites Page.

¥ EverFocus [ Power¥ideo Plus - EverFocus ]

Application Live View Devices GPE Ee
|_1'|:x‘_ 1 ‘_!k i‘ Matrix »
3o To Page 3
“ |”|:|:|||HEH”@|E| Favorites Page 3 " EverFocuz Deelete
L T .. | I
Figure 3-6

7. To edit the name or the interval time of a page in order to activate the Sequencing function, click
Live View and click Adjust Page Timer. Double click on the page name to type a name or double

click on the time interval to set up an interval in second. Click the Save Page button H to save
the settings.

Page Name mmiﬂnm Il%?ﬁﬁﬁif:}%ﬂﬂ] =
30 *

EverFocus an

Fage 3 a0

Fage 4 a0

page b a0

Fage & a0

Fage 7 a0

Fage 8 a0

Fage 9 a0

Fage 10 a0 b

Status: ##

Figure 3-7

To use the Sequencing function, on the Main Screen, click Live View and click Enable Sequencing.
The edited Matrix View pages will be displayed in sequence based on the time interval.

17
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3.3 Floating Matrix

You can use the Floating Matrix function to create more screen space to display multiple channels on
multiple monitors. The number of monitor is unlimited up to Microsoft Windows maximum limit. This

function is useful for TV wall control.

-
e

A

Figure 3-8

3.3.1 Activating Multiple Monitors

Use Windows Display Properties to activate multiple monitors. Here we use Windows XP for example

to illustrate the steps.

1. Right-click the desktop, click Properties and click the Settings tab. The Display Properties dialog
box appears.
Display Properties @@

Themes = Desktop | Screen Saver Appearancel Settings |

Drrag the monitor icons to match the physical arrangement of yaur monitors

1§ 2

(3[4 ]

Display:
1. Plug and Play Monitor on NVIDIA GeForce 6600 GT v ‘
Screen resolution Color quality
Less el More Highest (32 bil v
1024 by 768 pixels 1 IH = .
[ |dentify ][Truuhleshout.. ] [ Advanced ]
[ 0K I [ Cancel ] [ Apply ]
Figure 3-9
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2. Click the Display list. If you do not see multiple monitors listed, check if your additional monitors
are connected with the computer properly.

3. Select the primary monitor from the list, and select Use This Device as the Primary Monitor.

4. Select additional monitors from the list, and select Extend my Windows desktop onto this
monitor for each monitor.

5. Click Identify. Windows XP displays a large number to identify your monitors. Drag and drop the
monitor icons to match the physical arrangement of your monitors.

6. Click OK.

3.3.2 Configuring the Floating Matrix

You can set up multiple Floating Matrix windows to display the matrix live view on additional
monitors. Each Floating Matrix window can be set up with up to 64 channels from Everfocus’
supported IP devices. You can edit up to 10 pages of Matrix View in different matrix sizes for each

Floating Matrix window.

I3 Floating Matrix 2 - Page 1

B (o ¢ ||| )fw

£ Weleome admin! Page squencing statvs : Off | LiveTiew Letivite# 17

Figure 3-10
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1. On the Main Screen, click Live View, click Floating Matrix Window and click Add New Floating
Window. The above window appears.

2. Type a name for the Floating Matrix window in the name field 'Flaating Matrix 1]

3. Click EEEE to select a page.
4. Click D@@E%ﬁ

5. Drag and drop a camera view from the Device List to the desired squares on the matrix window.

to select a matrix size for the selected page.

You can also spread the whole camera streams of a DVR / NVR / Mobile DVR or all the streams on
the IP camera list into the matrix by dragging and dropping the device to the matrix window.

6. Click H to save the current page.

7. Repeat from Step 3 to Step 6 to edit another page.

8. To edit the interval time of a page for the Sequencing function, click the Settings button “** and

select Adjust Page Timer. Click on the page name to type a name or click on the time interval to
set up an interval in second. Click the Save Page button B to save the settings.

[I Adjust Page Timer g@gl

I
feestli i 15, Masiman 3600] |
30 e

Page 2 an

FPage 3 a0

Fage 4 30

Fage & 30

Fage 6 30

Page 7 an

Page &8 an

Fage 9 a0

Page 10 30 b
Status: ##

Figure 3-11

To use the Sequencing function, click the Settings button “* and click Enable Sequencing. The
edited Matrix View pages will be displayed in sequence based on the time interval.

9. Drag and drop the Floating Matrix on the desired Monitor.

You can optionally use the Tool Bar & ' & i = @ to control the audio, quick playback, snapshot
and recording functions. For details of the function icons on the Tool Bar, see 3.1 Live View Tool Bar.
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3.4 Digital Zoom

You can zoom in / out the camera live view through the PowerVideo Plus.

1. On the Device List, right click a camera and click View Camera.

| EverFocus [ Power¥ideo Plus - EverFocus ]

Application Liwe View Dievices

@@ p e

(O 8 G e

Device View |G1‘0u]:| View|
= E Power¥ideo Flus
[F-==n D¥R
(= @ IF Camers.

&F EHN3340 o

' .
1] tahils DVE IF Vigw Camera "

Figure 3-12

|

2. Once the below live view window appears, click the Show Digital Zoom button , @ separate

live view window with Zoom In and Zoom Out buttons appears.

B3 Endeavor [ Ch: 1 ]

Figure 3-13

Click the Zoom In / Zoom Out button to zoom in / out the camera live view. Click and hold the

mouse, and drag the image in the direction you want to view.

(=19

Figure 3-14
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3.5 Default Stream Settings

You can select Main Stream or Sub Stream for the default Live View Stream. Note that you have to

pre-configure the stream settings on the IP device before using this function.

On the Main Screen, click Live View and click Default Stream Settings, the below window appears.

B3 Defanlt Stream Settings b_(l

DVEMDVE |IP Camera | Lspect Batio

() Main Stream
(%) Sub Stream
Automatically switch to Madn streamn on full screen mode

Statns Stream setings saved successfully.
Figure 3-15

Main Stream: Select to display the main stream on the Live View window.
Sub Stream: Select to display the sub stream on the Live View window. Check the Automatically
switch to Main stream on full screen mode if you want the PowerVideo Plus to automatically switch

the live view of this device to Main Stream once the Full Screen mode is enabled.

To enable full screen mode of a live view stream, right click on a live view stream and select Full

Screen.

i:_'r.i"_f'-: EverFocus [ Fower¥ideo Flus - EverFocus |

Application Live Wigw Devices 635 Report

@] smple

[ e e

Device View | Group View
= E PowerVideo Plus
[=} = DVE
=== ECORZA4

Full Screen

Device Info

Close Stream

>

Figure 3-16
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3.6 OSD Settings

In the OSD Settings, you can choose to display or hide the connected device Title, Date Time and

Alarm Information on the live view window.

To configure the settings, please follow the steps below:
1. Click Devices and click OSD Settings, the following window appears.

I3 OSD Settings =3

Camera Tifle
Date Tims
A larm Information

Stats:

Figure 3-17
2. Check / uncheck the desired options to enable / disable displaying the information on the live

view window.

3. Click the Save button H to save the settings and then close the OSD Settings window.

4. Drag and drop the devices from the Device List to the desired squares on the Display Window. The

selected item should be displayed on the Live View.

If you have already drag and drop the devices on the Display Window before configuring the settings,
close the live view windows and re-drag and drop the devices on the Display Window. And then you

will see the selected items displayed on the Live View.
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Chapter 4 Live View Recording

You can record live videos from the IP cameras and the cameras from the DVR / NVR / MDVR, to the
computer. Click the Start Recording button [®] on the Live View Tool Bar to start / stop recording the
camera live view. The recordings can be played back using the internal built-in player. Please refer to

Chapter 6, Remote Playback.

Note: The live view streams are recorded in EVF file. However, you can convert them to AVI file and
use any other players support AVI format to play back. Please refer to 5.3 Playing Back Live View
Recordings and 5.4 Converting Multiple IP Camera Recordings into a Single AVI File for more details.

e ]w=] p[€]
il kg b’ Live View Tool Bar

To start live view recording:

1. On the Main Screen, click to select an IP camera live view (highlight with a red frame) on the

Display Window. The Live View Tool Bar should be activated.

[# EverFocus [ Power¥ideo Plus - EverFocus |

Application Live Wiew Devices ops
SEnRII0
NEEEE

Device View |Gruu1:u Wiy
= 'IE PowerVideo Plus »
== DYR
=== ECORZA4
= @ TP Camera
* BEHN3340
@ EZN32601.21

I | wr-rit. mwo

Figure 4-1
2. Click the Start Recording button [®] on the Live View Tool Bar. The button should turn to a blue
square [®] to indicate this IP camera is on live view recording.
3. To stop recording, click the [ button. The button should turn back to [®].

If a green square button Ll appears, it indicates the IP camera is in the schedule recording mode
and the Live view recording function is disabled. For details on the schedule recording mode, see
Chapter 8 Record Scheduler (DVR / MDVR / NVR / IP Camera).

By default, the live view recordings are saved at C:\Program Files\Everfocus\PowerVideo
Plus\Everfocus\Recordings. To change the recording path, see 4.1 Changing the Recording Path.
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4.1 Changing the Recording Path
Follow the steps below to change the live view recording path.

1. On the Main Screen, click Option and click Configure Record Settings.

I3 Configure Record Settings E|:-®
smhive Strge e
o M

SrNo. Path Min Free Space(ME) Size Releam Space (ME) /L}
Il
v
Recording file(s) overwrite, if disk drive iz full. Recording Server &lways On
Remarks : 1. Double click on path to enable as the default path. When a user de-selects "Recording Server Always On", the recording server will

run only while P4+ is running. &= s0on as P+ is closed, it will get closed.

Figure 4-2
2. Click the Record Storage Path tab, click the Add New Path button L9 and select a storage

location. The new path will be listed in the storage path list.

I3 Configure Record Settings

Brla. Path Min Free Space}ME) Bize Feleam Space (ME) @
2 DAY+ recordings 2043 254 .40 GB 2043 @
Recording file(s) overwrite, if disk drive iz full. Recording Server Always On
Fetmarks : 1. Doukle click on path to enable az the default path. When a uzer de-selects "Recording Server Always On", the recarding server will

run only while P+ is running . &= =0o0n as P+ is cloged, it will get closed.

Figure 4-3
3. Double click on the added path to enable it as the default path. The color of the wordings will
change from black to red to indicate the path has set up as the default path.

I3 Configuze Record Settings

Archive Storage Path |

Srlo. Path Min Free Space (ME) Bize Releasm Space(ME)
=1V idea Plus 2048 2144 GBE 2048
2048 254 40 GB 2048
Recording file (s) overwrite, if disk drive iz full Recording Server Always On
Remarks : 1. Double click on path to enable as the default path. When a user de-selects "Recording Server Abweays On", the recarding server will

run only wehile PY+ is running. Az soon a5 PV is closed, it will get closed.

Figure 4-4
4. You can optionally enable Recording file (s) overwrite, if disk drive is full; or Recording Server
Always On to keep the Recording Server running even when the PowerVideo Plus is existed.
5. Click the Save button to save the settings.
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Chapter 5 Local Playback

You can play back the archived recordings from the DVR / NVR / Mobile DVR stored in your computer
using EverFocus’ EFPlayer, 960EFPlayer; or play back the live view recordings of IP cameras using
EverFocus’ ArvViewer Nevio. You can also play back the live view recordings of the cameras from the
DVR / NVR / Mobile DVR or IP cameras using the internal built-in player of PVP.

EFPlayer: For playing back recordings from the DVR (except 960 series) / Mobile DVR / NVR.
960EFPlayer: For playing back recordings from the 960 series DVR (i.e. Paragon960 / ECOR960).

ArvViewer Nevio: For playing back IP camera live view recordings.

5.1 Remote Archive from the DVR / Mobile DVR / NVR

You can either remotely archive the recordings from the DVR/ Mobile DVR / NVR to the computer, or
remotely copy the recordings to the USB storage device or DVD burner of the DVR / Mobile DVR /
NVR. There are two ways for remote archiving: Automatically and Manually. For automatically remote

archiving, please refer to Chapter 9, Archive Scheduler.

Note: The Remote Archive function is mainly designed for DVR/NVR. Exceptional conditions may

occur if you apply this function to Mobile DVRs. Contact EverFocus for more details.

For DVR / NVR:

To start manually remote archiving, on the Main Screen, click Devices, click Archive and select DVR or

NVR. The archiving setup window appears.

I3 Archiving for DYR g@@
Device Name | | Q J
E;?n,rmzﬁat Awhiving

Camera

Fl Fz F3 A4 @5 HA6 F7 @& 9 10 @i [F12 13 714 @15 & 16

Select A1

Fromn Date |sz NH 2013 14:31:35 vl To Date |nzx A8 013152135 v|

Stom e
Cony e
Copy To I3 w
Diata Size

[] Download Player

| mcnive || close |

Status : ##

Figure 5-1
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SearchDevice [ |%: Enter the device name and click Search to search for a certain device.
Camera: Check the boxes to select the desired cameras or check Select All to select all cameras.
From Date...To Date: Select the desired time period. You can simply set up the date and time period
by clicking on the number and type the desired date and time.

Stream Type: Select Main or Sub stream. Note that you have to pre-configure the stream settings on
the DVR / NVR.

Copy Type: Select Remote to archive the recordings to the computer or select Copy at DVR (this
option is only available for DVRs) to remotely copy the recordings to the DVR. Select Copy at DVR will
display the Copy To option below.

Copy To: After selecting Copy at DVR, select USB or CD/DVD for the DVR to copy the recordings to.
Note that you have to insert a USB storage device or placing a CD/DVD disc to the DVR before start
using this function. This function is only available for DVRs.

Download Player: Check the box to include the ePlayer program in the copy. You can then use the
ePlayer to play back the recordings. This function is only available for DVRs.

Archive: Click to select a storage path for the recordings. The recordings will be saved in .avr format.

Close: Click to close the window.

For Mobile DVR:

To start manually remote archiving, on the Main Screen, click Devices, click Archive and select Mobile
DVR. The archiving setup window appears.

I3 Archiving for Mobile DYR Q@@

Device Name | | Q I
EM¥300

Archiving
Carmers.

M1 2 M3 H4 M5 M6 7 [48

elect ATY
From Date |02/ AR £2013 14:26:21 v ToDate (02¢ AB /201315:26:21 v
[ Archive ] [ Close

Status : ##

Figure 5-2
SearchDevice [ |%: Enter the device name and click Search to search for a certain device.
Camera: Check the boxes to select the desired cameras or check Select All to select all cameras.

From Date...To Date: Select the desired time period. You can simply set up the date and time period

by clicking on the number and type the desired date and time.
Archive: Click to select a storage path for the recordings. The recordings will be saved in .avr format.

Close: Click to close the window.
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5.2 Playing Back Archived Recordings from the DVR / NVR / Mobile DVR

To play back the archived recordings from the DVR / NVR / Mobile DVR, on the Main Screen, click
Option and click EFPlayer / 960EFPlayer (for 960 series DVRs), the following windows appear. Click
the Load Files button to load and then play back the recording file.

EFPlayer: Use this to play back recordings from the DVR (except 960 series) / Mobile DVR / NVR.

EFPlayer HD

Save in JPG

Save in AVI

Screen Division

Channel

Z:12

Load Files | Pause Fast Step Stop  Fit Mobile DVR Info.
Reverse| Reverse Screen * GPS Coordinates

Play  Stop Fast Step * Accelarator

Forward Forward
Figure 5-3
To turn on / off the camera view for playing back, click the number of channel button.
To display the camera view to fit the screen size on the Screen Division, enable Fit Screen.
To save a video image in JPG format, click the JPG button.
To save a video file in AVI format, click the AVI button.

To display the next / previous frame, click the Step Forward / Step Reverse button.
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960EFPlayer: Use this to play back recordings from the 960 series DVRs (i.e. Paragon960 / ECOR960).
Click the Load button to load and then play back the recording file.

. -
f3EverFocus®

].E

Figure 5-4

No. Name Function Description

Shows the recording information of the hard disk drive, including
1 Information model of the recorder, recording start time / date, current playback
time, recording end time / date.

Load Click to select a file and open it.
Save as AVI Click to save the recording file in AVI format.
Time Search Click to search a recording from a selected time.

Move the time bar to a desired time to play back the recording from
that time.

n ": Click to fast reverse / fast forward.
6 Playback Controls n “: Click to reverse play / play.
": Click to pause play backing.

5 Time Bar
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Click to take a snapshot of one selected channel. You can save the
7 Snapshot ] ) )
snapshot file to a desired location.
Mute Click to mute; click again to turn off the mute function.
Volume Slide the bar to increase or lower the volume.
Click to adjust time scale.
10 | ScaleOut/In } ]
There are three time bar scales: 5 minutes, 1 hour and 12 hours.
-: Click to display the selected channel in full screen. You can
o also double-click on a channel to display that channel in full screen.
11 | Screen Division
-: Click to select a desired screen division display mode (1, 4,
9, 16, 32 screen division display modes).
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5.3 Playing Back Live View Recordings

You can play back the Live View recordings of the IP cameras and the cameras from the DVR / NVR /
MDVR stored in the local computer, using the internal built-in player; or play back the IP camera live
view recordings using the player of ArvViewer Nevio.

To play back live view recordings using the internal built-in player: On the Main Screen, click Devices,
click Playback and select Local Recording Playback. Select the desired device, date and time,
recording type and file type. Click the Search button and the desired recordings will be listed.

I3 Playback List

Devie Name * (41 | ET\);%eFﬂe Recording Type
Manual Event
From: 13/ ZF 40141017 | To: |13 ZA 20141217 v | [ AVIFik [7] Schedule
LooklIn: |C:\Prog:ram Files\Everfocus\PowerVideo Plus “ |
Sr. Mo DeviceMame FecordDate/Time File Type Recording Type File Size ~
[ 1 EHN3340 12-02-2014 17:18:22  |EVF File Bchedule 4221 MEB =
2 EHN3340 12-02-2014 17:28:21 AV File Bchedule 4820 MB
3 |ECOR264[CH_2] 13-02-2014 09:06:06  |AVIFile Manmal 182ME —
[ Belect &1 212 Recond () Fonnd . Flay l [ Delete
Figure 5-5

Select the desired recordings and click the Play button, the system will run an internal process for
converting the EVF file into AVI file. This process will only be activated once when the first time you
click the Play button for the selected recordings. You can then play back the AVI file using other
players supporting AVI format.

[ X

071 filefs) completed

i |

i |

Please wait while the application prepares file () for playback

Figure 5-6
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After the above process is complete, the Playback window pops up. You can click the Snapshot
button to take a snapshot for print or click the Zoom In button to zoom in and then navigate the live
view. After clicking the Zoom In button, an Inset Window will appear on the bottom-right of the
Playback window. Move your mouse to the Inset Window and then navigate the live view by moving

the Mouse Cursor over the Inset Window.

I3 Playback

Playlist

0248/2013 13:35:48

|EDT!]]|B1@[|E 02M08/2013 13:35:45 37

Pause

Snapshot Inset Window
Mouse Cursor

Fast Step
Backward Forward
Step  Play Fast Zoom In
Backward Backward

Figure 5-7
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To play back IP camera live view recordings using ArvViewer Nevio: On the Main Screen, click Option,
click ArvViewer Nevio, the ArvViewer window appears. Click the Load File button to load the
recordings for playing back.

1_“ ArvYiewer 2.0

h264
20120424 11

Figure 5-8

No. | Item Name | Descriptions

1 Snapshot Click to take and save a snapshot.

2 Load File Click to load the recordings for playing back.

3 Convert ARV to AVI Convert the recording from ARV format to AVI format.
4 Playback Time Display the playback time.

5 Total Time of Recording Display the total time of the recording.

6 Stop Click to stop playing the recording.

7 Step Reverse Click to display the previous frame.

8 Play Click to play back the recording.

9 Pause Click to pause the recording.

10 | Step Forward Click to display the next frame.
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5.4 Converting Multiple IP Camera Recordings into a Single AVI File

You can convert multiple IP camera recordings stored in your computer into a single AVI file, and then
play back the AVI file using other players supporting AVI format.

On the Main Screen, click Option and then click Video Export, the following window appears. Set up
the time period of the recordings, select the path where you want the AVI file being saved to, and
then select an IP camera. Click the Export button, the converting process begins.

¥ Yideo Export : EIEI

From: |16/ UH #2012 12:41.00 ;TDZ 16/ N B 2012144100 «
LookIn: |CAProgram Files\EverfocusPowerVideo Plos w

Dievice Name : EEII'IEil'I:'II:I-l 22

Status: ##

Figure 5-9
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Chapter 6 Remote Playback

You can remotely play back recordings from the DVRs / NVRs / Mobile DVRs using the internal
built-in player.

1. On the Main Screen, click Devices, click Playback and select Remote Recording
(DVR/NVR/MDVR).

L]

Device Name | | Q
Ecor
EPARAZGL

(%) Time Search () Event Search () Srnart Search

Time Bearch

Play From Date |DQ.-'DB."2013 17:34:42 — | Atream Type

Status: ##

Figure 6-1

2. Select or search a device, and then select a search type to search for the desired recordings.
Time Search: Search the recordings with a specific date, time and stream type.

Event Search: Search the recordings with the selected event type: Alarm, Video Lost, Motion,
Power On or Network Lost (Multiple selections).

Smart Search: This feature is only available for DVR devices. Smart Search allows you to search
the recordings with unattended or missing objects in a period of time. Click the Show Grid button

to specify multiple regions for unattended or missing objects.

3. Click the Play button to play back the desired recording. The Playback window appears.

I3 Playback - Ecox

[0 () () (] () () () 68) spea- 1 |, >

Figure 6-2

35



[] EverFocus® PowerVideo Plus

6.1 Synchronize Playback

You can synchronize the cameras from DVR, NVR or Mobile DVR and then playback the recordings

using Synchronize Player.

1. On the Main Screen, click Devices, click Playback and select Synchronize Playback. The following
window appears.

I3 Synchronize Playback [Z]
DVR

Endeavor

e Camers 1

e Camera 2

e Camera 3 PlayFrom Dat |254+—H20130952:41

[] wame Camera 4
Meobile DVR
EMV200s

o Camera 1

om Camera 2

1=

HVR
HVRE004x
e Crmera 1
ame Camera 2

€

Figure 6-3
2. Select the desired cameras from the left-side device list, select time from the Play From Date

drop-down list and click the Play button. The Synchronize Player appears.
I3 Synchronize Player E|@

Device List
Endeavor

5 Camera 1
/| Camera 2
| Camera 3

EMV200s

Camera 1
Camera 2
Camera 3

NYRB004x

Camera 1
Camera 2

+{2)
—E

.

Fast Backward | Closel Play | Full Screen
Step Back by 1 Pause Fast Forward Take a Snapshot

Figure 6-4
To close the Synchronize Player window, click the Close button.

To take a snapshot, select a desired camera by clicking on the camera to make a red frame, and then
click the Take a Snapshot button.

To reverse playing back the recording by one second, click the Step Back by 1 button.
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Chapter 7 Dynamic E-Maps

You can configure a dynamic E-Map alert to lay out the locations of triggered cameras and alarms
within a floor plan. When a motion, video loss or input trigger is detected, the color of the camera
icon will turn red or yellow for alert (red for video loss and yellow for triggered cameras and alarms).
You can also right-click the camera icon and select View Camera to see its live view. By doing so, the

camera icon will turn green.

Map Bt Options

= Map Set 1
¢ o NewMapl

Bctive £larms:

Selected Map: Map Set 2

Figure 7-1

You have to enable the Alarm Server for using the Dynamic E-Maps function. On the Main Screen,

click Option and click Start Alarm Server. The Alarm Server will be minimized to the system tray.
To exit the Alarm Server, right click the Alarm Server icon and click Exit.
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7.1 Activating the Dynamic E-Maps

You have to configure the settings on the Web interfaces of the DVR, Mobile DVR or IP cameras, and
then configure the protocol and port settings for the Alarm Server on the PowerVideo Plus. For

details, please refer to 10.1 Activating the Alarm Function.

7.2 Creating a Group
You need to create a group before start using the dynamic E-Maps.

1. On the Main Screen, click the Dynamic E-Maps button, the E-Map window appears.

Map Bet  Ophons B

= Map Set 1

Map Bet 2

Active Alarms: . ] s L

cpensirestman

Selected Map: Map et 1:New Map 1

Figure 7-2

2. To create a group to include multiple E-Maps, click the Map Set tab and click New Map Set.

New Map Set

Mew dMap 2

3. To create an E-Map in the Map Set 1 group, right-click on the Map Set 1 and then click Add OSM
Map to import the free OpenStreet Map or click Add JPEG Map to import a self-created E-Map in
JPEG file, an E-Map (New Map 1) is created under the Map Set 1. You can repeat this step to
create multiple E-Maps.

Map Bet  Options B

- MapBet2 W09 0SM Map
444 JPEG Map
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4. To rename the created E-Maps, right-click on the E-Map and select Rename.

5. To locate the E-Map image, drag and drop the self-created E-Map in JPEG file to the right-side
window. Or right-click New Map 1 and then click Add JPEG Map.

6. To locate the cameras on the E-Map, drag and drop the cameras from the Device List (No.11,
Figure 2-2) to the created E-Map. You can change the direction of the camera icon by
right-clicking on the camera icon and click Rotate Right / Rotate Left.
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7.3 Configuring the Dynamic E-Maps

You can further configure the Dynamic E-Maps. When an event occurs or an alarm is triggered, the
Dynamic E-Maps will pop up a window for live view, SOP panel or camera list (contains the triggered
cameras / alarms). Click the Options button on Figure 7-1 and click Alarm Options, the Alarm Option

dialog box appears.

I3 Alarm Option E]

Sutomatically Open ¥ideo Panel
Sutomatically Dizplay Related Carmera List
Sutomatically Dizplayr S0P Panel

SOP Config | Related List Confia|

S0P Configurator
A&larm Twpe |Mu1:iun "

Procedure

check the building

play back the recording
report the status

New Procedure ; | |

Add | [ Delete | [ Save |

Status: ##

Figure 7-3

To pop up the live view windows:

Enable the Automatically Open Video Panel, the following live view window will pop up when an

event occurs or an alarm is triggered.

Figure 7-4
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To pop up an SOP panel:

The SOP panel is designed to inform the operators for what procedures to take when an event occurs

or an alarm is triggered.

Enable Automatically Display SOP Panel.

Click the SOP Config tab and select an alarm type from the Alarm Type drop-down list.
Type the procedures in the New Procedure field and click Add.

Click Save.

P w N

When an event occurs or an alarm is triggered, the following SOP Panel will pop up. You can check the
procedures to take and enter what actions you have done in the Actions Taken field and then click the
Enter Action button. You can also click the Previous Event or the Next Event buttons to check the

previous or next events.

I3 SOP Panel g@

Camera Name: EANZ220
Ewent Type: Motion
Event Date / Time: 0640 B/2013 14:49:05

Procedure Name

check the building

play back the recording
report the status

Alarm Date Time betions Taken

201384 F9 02:55

Actione Taken:

Records: 5

<< Previonz Event

Next Event ==

Figure 7-5
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To pop up a related camera list:

You can configure the Dynamic E-Maps to pop up a related camera list which includes the triggered

cameras or alarms when an event occurs or an alarm is triggered.

Sutormatically Open Yideo Panel
Sutoratically Display Related Camera List

Sutomatically Displaye S0P Fanel

S0P Confiz | Felated List Config

Related List Configurator :

Mew List : | |
List Name : | 41 v |
Alarm Type : | Motion v |
| add | [ Delete | [ Save | | Help |
Device Name
EAN3220

EDN3160-1.2.2
EMN2220-1.0.4

Status: ##

Figure 7-6

1. Enable Automatically Display Related Camera List and click the Related List Config tab.

2. Type a name in the New List field and click the Add button. The created list name will be added to
the List Name.

3. Select an alarm type from the Alarm Type drop-down list.

4. Drag and drop the cameras from the Device List (No.11, Figure 2-2) to the Device Name box.

5. Click Save.
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When any of the cameras / alarms included in the created list has been triggered, the created camera
list will pop up. Select a model or select all, and click the View Selected button, the live view windows
of the selected models will pop up. Click the Record Selected / Stop Recording buttons, the live view
of the selected IP cameras will be recorded to the setup recording path.

B3 Al [ Motion ] |Z| |E| [zl

Device Name

[] EDN3160-1.2.2
[] EMN2220-1.0.4

Select Al | | iew Selected | | Recond Selected | | Stop Reconing

Figure 7-7
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Chapter 8 Record Scheduler (DVR/MDVR/NVR/IP Camera)

You can set up a weekly recording schedule for the connected IP devices to record the videos in the
computer. Note that enabling the Record Scheduler function will disable the Live View recording
function of the IP cameras.

I3 Scheduler

Devices Day of week  RecordnaType| 0 1| 213 a5 6] 7 a]alw|1]12]13]14[15]16]17[18]19]20]21]22]23| [l Enable Halidays
01/01/2013

I |EPNA 1 hionday Morrmal
Event

Tuesday [Marmal
EDN3160-12.2 Evert

EAN3220 Nlednesday [Marmal
Event

Thurzday Maormal
Event

Friday [Marmal
Event

Delete Holiday

Saturday [Marmal =

Ewetit ey Holickay

20130 101 e

Sunday [Marmal

Ewvert Ached Mesw Holiclay
Holiday Mormal Courtry Specific Holidays

Event Taiwan e

Select Al Recard Stream _] [ Select Working Hours ] [ Select Mon-Wiarking Hours ] [ Save Schedule ]
Figure 8-1

To set up the recording schedule, follow the steps below:

1. On the Main Screen, click Option and click Record Scheduler (DVR/MDVR/NVR/IP Camera), the

above window appears.

2. Select the desired devices in the Devices field.

3. Click or E] to select a record stream.

4. Move the cursor on a desired time square, click and drag the cursor to set up the time period for
Stream 1/ Stream 2 recordings on each day. The squares will be displayed in blue / green to
indicate which stream is applied to the time period.

5. You can also quickly apply the Stream1 / Stream2 settings to the working hours / non working
hours for the Normal Recording schedule. Following is an example of applying Stream1 setting to

each Normal Recording schedule during working hours.

a. Click the button.

b. Click the [_SdtWodisgHous | 1 tvon the working hours (between 8 and 17) of each Normal
Recording type will be applied with Stream1 setting (blue color).

6. To clear the selected squares, click the button. Move the cursor on the desired square,
click and drag the cursor to clear the settings.
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7. Click the [ Sove Schedule | button to save the settings. The Recording Server will be automatically

started and the Recording Server icon will be minimized to the system tray. To exit Recording

Server, right-click the Recording Server icon and then click Exit Recording Server.

8. To disable the Record Scheduler function, clear all the selected squares by clicking the None

button and apply it to the whole time squares.

Creating Holidays

You can optionally create the holidays and apply the recording schedule settings for the created
holidays. On the right side of the Figure 8-1, check the Enable Holidays box, select a country from the
Country Specific Holidays drop-down list, select a date from the New Holiday drop-down list and

then click the | AdiNevBeliay | 1y 1100 The created holiday will be listed in the white box above the
Delete Holiday button. After creating the holidays, you can set up the holiday recording schedule on
the timeline.

Holidayr Mormal |:|

Event

By default, the recordings are saved at C:\Program Files\Everfocus\PowerVideo Plus\Everfocus. To
change the recording path, please refer to 4.1 Changing the Recording Path.
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Chapter 9 Archive Scheduler

You can set up a daily or a specific time archiving schedule to automatically archive the recordings
from the DVR / Mobile DVR / NVR. On the Main Screen, click Option and click Archive Scheduler
(DVR) / Archive Scheduler (NVR), the following dialog box appears. For details on manually archiving
recordings, see 5.1 Remote Archive from the DVR/Mobile DVR/NVR.

Note: The Archive Scheduler function is mainly designed for DVR/NVR. Exceptional conditions may
occur if you apply this function to Mobile DVRs. Contact EverFocus for more details.

B3 AxchiveSeheduler BIEE

Dievices Drzily Schedule | one Time Schedule|
pavotwesk |01 112[3[4a]5]6] 78] 9 w|1[12]13[14]15]16]17[18 19]20]21]22]23 | Enakle Holidays

01/—Rr2014

Moncay
Tuesday
Wizdnesday

Thursday

Saturday

Sunday
Holicla Delete Holicay

20145 101 b

Country Specific Holidays
[ Select Working Hours ] [ Select Mon-vWarking Hours ” Save Schedule ]
Figure 9-1

To set up a daily archiving schedule:

1. On the Main Screen, click Option and click Archive Scheduler (DVR) / Archive Scheduler (NVR),
the above image appears.

2. Select the desired devices in the Devices field and select the desired channels by clicking on the

channel numbers in the Channels field.

3. Click [_] or [_] to select a stream.

4. Move the cursor on a desired time square, click and drag the cursor to set up the time period for
Sub-Stream / Main Stream recording on each day. The squares will be displayed in blue / green to
indicate which stream is applied to the time period.

5. You can also quickly apply the Sub-Stream / Main Stream settings to the working hours / non
working hours. Following is an example of applying Sub-Stream setting to the working hours.

a. Click the [j button.

b. Click the [_8extWoingHous | button, the working hours (between 8 and 17) will be applied
with Sub-Stream setting (blue color).
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6. To clear the selected squares, click the button. Move the cursor on the desired square,
click and drag the cursor to clear the settings.

9. Click the [ Save Scheduls | button to save the settings. The Recording Server will be automatically

started and the Recording Server icon E will be minimized to the system tray. To exit Recording
Server, right-click the Recording Server icon and then click Exit Recording Server.

7. To disable the Record Scheduler function, clear all the selected squares by clicking the None
button and apply it to the whole time squares.

Creating Holidays

You can optionally create the holidays and apply the archiving schedule settings for the created
holidays. On the right side of the Figure 9-1, check the Enable Holidays box, select a country from the
Country Specific Holidays drop-down list, select a date from the New Holiday drop-down list and
then click the | AdiNevBeliay | 1y 1100 The created holiday will be listed in the white box. After
creating the holidays, you can set up the holiday recording schedule on the timeline.

To set up a specific time for the archiving schedule:

1. In Figure 9-1, click the One Time Schedule tab, the following window appears.

I3 Archive Scheduler

= (o A o
Start Time | 070872013 0&:18 ~| End Time  |07/08/2013 10:18 v Stream Type
& i 1 5 7 9 11 13 15 17 1% 21 23 25 27 29 31
NSS4 0 12 14 16 18 20 22 24 26 28 30 32
Process Execution Time |DSID8I201 31118 = |
Start Time End Time Channels Stream Type Status Process Execution Time
[ |2 3m7 L4 os1s 201387 1018 368 Sub Stream 2013mE B 1118
[ | 2013mes FF 0214 201387 FF 0414 1351012 Sub Stream 20130808 TF 04:15

Figure 9-2

2. Select a desired device in the Devices field. Click the Add button ) and then select the Start /

End time, stream type and channels of the desired specific time.
3. Select a desired time from the Process Execution Time drop-down list for the setup archive
schedule to start.

4. Click the Save button H to save the settings.

Follow Step 2 to 4 to add multiple one-time schedule.
To edit an one-time schedule, highlight a schedule, re-configure the above settings, and then click
the Save button.
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7. To delete an one-time schedule, check the box of the schedule and then click the Delete Schedule

button L&,

After setting up the Archive Scheduler, you have to enable the Auto Archive Server for the function to
work. On the Main Screen, click Option and click Start Auto Archive Server. The Auto Archive

Schedule Server B4 will be minimized to the system tray. Right-click the Archive Schedule Server
icon and click Show Archive Progress, the Archive Progress window appears. To exit the Auto Archive
Schedule Server, right-click the Auto Archive Schedule Server and click Exit Auto Archive Server.

I3 Archive Progress

Device Mame Time Period Archive Progress

Cueued Task (2) | Failed Task m" Successhully Cornpleted Task

Device Mame Queued Time Time Period Channels
Endeawvar 2013187 £ 09:38:41 Wednesday 2013/8/7 _£9F 05:00:00 - 2013),.. 1,35

Endeavor 2013187 £ 09:38:41 Wednesday 2013/8/7 9 07:00:00 - 2013),.. 1,35
< ! -

2013817 £ 09:38:44 : Device not reachable, 'Endeavar’
2013/8/7 _EF 093644 © oo FRIRIEIR: 2146697211 =
Checkstatusee

20130817 £ 09:38:42 : Trying to connect ko the device ‘Endeavar’
201308)7 £ 09:35:39 : Archiving server started...

Wow : 2013E887H EF 09:38:44 |

Figure 9-3

By default, the recordings are saved at C:\Program Files\Everfocus\PowerVideo Plus\Everfocus. To
change the recording path, please refer to 4.1 Changing the Recording Path.
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9.1 Changing the Recording Path of the Auto Archiving Server

By default, the automatically archived recordings are saved at C:\Program
Files\Everfocus\PowerVideo Plus\Everfocus. Follow the steps below to change the recording path.

1. On the Main Screen, click Option and click Configure Record Settings.

I3 Configure Record Settings

Record Storage Path § Archive Storage Path
RERC) ]

2rNo. Diescriphion Size

ADocuments and Settingshio_kuo\SLEEVE 3110 GE

Remarks : 1. Double click on path to enable as the defavlt path.

Figure 9-4

2. Click the Archive Storage Path tab, click the Add Path button L9 and select a storage location.

The new path will be listed in the storage path list.
3. Double click on the added path to enable it as the default path. The color of the wordings will
change to red to indicate the path has been set up as the default path.
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Chapter 10 Alarm Settings

You can configure the alarm settings for the connected cameras. When an event occurs or the alarm
is triggered, on the Main Screen, the color of the camera icon will change for alert. Or you can set up
to pop up a notification window in text or video format. You can also enable the alert sound or E-mail

alert when a notification occurs.

You have to enable the Alarm Server for using the Alarm function. On the Main Screen,

click Option and click Start Alarm Server. The Alarm Server will be minimized to the system tray.
To exit the Alarm Server, right-click the Alarm Server icon and then click Exit.

I3 EAN3220 [Motion]

12 Notification

Event Date Time:  2013-08-07 11:17:10
Description :  Mation
Device Mame:  EANZZ20
Channel :

Device Type:  IF Camera

Live View skarted.

Text Format Video Format

Figure 10-1
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10.1 Activating the Alarm Function

You have to configure the settings on the Web interfaces of the DVR, NVR, Mobile DVR or IP cameras,
and then configure the protocol and port settings of the Alarm Server to activate the alarm function.

e On the Web interface of the DVR / NVR / Mobile DVR:

a.

Check the Enable box and enable the Network Alarm function on the Motion, Video Loss or

Alarm / Event settings page.

iﬂ EverFocus

Event

BN ey &

r s L)

i_l EverFocus

Basic Setting
Video Adjust
Motion

Camera

Title Camera01
Enable
Log &
Pre-alarm Record
Buzzer m
Email Notify m
Network Alarm

Figure 10-2

BN &8

Enable

Log

Pre-alarm Record ®
Buzzer m

Email Notify =
Network Alarm

b. On the Network settings page, click Alarm Server, type the IP address of the local computer,
select a Protocol and enter 1600 in the Port field. Type a 10-digit network ID for network

identification.

N3 EverFocus E;L I ! & ! Y

LAN Server IP1
Email Server (P2 EIEN CHEN CHEN ENDN
e Server [P3 ENEN CHEN CHON ENO
Protocol
Port [ETNEN

Network 1D (L

Alarm Server

Figure 10-3

ID for the Alarm Server to work.

Note: All devices connected to the PowerVideo Plus have to be set up with a 10-digit network
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e On the Web interface of the IP Camera:

a. Configure the event settings (Event < Event Settings).

Event Set‘lings-w Motion Detecﬁun-w Tamper Detecﬁun-w Alarm IIO-W Schedule-w

Event List
Enable Name Event Type Notification
System Info Building A 0 10, syslog

Taipei 10 PC, NA
User Config U.S.A 0 10, email, FTP

(_Ag ]
(_toairy |

Move Down

I5el

Pre/Post Trigger Settings
Pre-trigger Buffer : 10 Sec

e
;

Post-trigger Buffer 10 Sec

Cancel
Figure 10-4

Ensure to enable the Network Alarm notification for the desired events.

/3 Event -- HEHE

Enter Event Name :

[Maticn

Event Triggered by : | Motion Detection LI

¥ Enable This Event

™ Enahle Re-trigger

¥ Enahle Pre-trigger Buffer

¥ Enahle Post-trigger Buffer

Mation Area - Area |
Notification Over :

¥ Log

™ Trigger Alarm Qutput

Alarm Output Duration Time 10 Second
¥ Send Mail Natification
™ Upload to FTP
™ Record te SD Card
™ Record ta PC
I ¥ Netwark Alarm I

OK Cancel

Figure 10-5
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b. Select a Protocol and enter 1600 in the Port No field. Type a 10-digit network ID for network
identification (Network < Network Alarm). Enter the Alarm Server’s IP address in the Server 1
field.

Network | DDNS | SMTP/FTP | HTTPS | SNMP | Network Alarm |

Set Network Alarm

Protocol © | TCP v Paort Mo - 1600 Unigue 1D :
Berver 1: |1sz.183. 88 . 53 Sever2: | o .0 .0 .0 Server 3 - 0.0 .0 .0
[ appy ][ Reset |
Figure 10-6

Note: All devices connected to the PowerVideo Plus have to be set up with a 10-digit

network ID for the Alarm Server to work.

e On the Alarm Server:

a. Right-click the Alarm Server icon, click the Notification Settings, the Login dialog box

appears.
I3 Login r}__(l
User name
| admin |
Password
= !

Figure 10-7

b. Type the User Name, Password and then click the Login button. The Notification Settings

window appears.

I3 Notification Settings [ PRG ]

Motion Detection | Alarm Input | Video Loss | Fan Failurs | H.D. Temperaturs | H.DFull | B.D.Off | E-beil Server Settines f Option W Network dlarm Settines Check

Protocal :
Alarm Berver Poxt :

Bend alarm o madn application Length of N etwork ID should be of 10 characters and should be unique for eachDVRAP
Camera/Mobile DVR.

Statns : ##

Figure 10-8
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c. Click the Option tab, select a protocol type and type the Alarm Server Port matching the
ones you've set up on the IP device. Click the Save Settings button.

d. To check the Network Alarm settings of the connected IP devices, click the Network Alarm
Settings Check tab, the following window appears.

I3 Notification Settings [ PRG ]

Network Alamm Settings Check

DeviceName Network ID Server [P1 Server IF2 Server [P3 Poxt No

192.168.0.123 0000 1600

Endeawvor 0000000001 192.168.0.123 0000 oooon 1600
EHNZ160-120 0000000001 0.0.00 0000 oooon 1600

(ret Network &larm Settings
wend alarm t0 main application Length of Network |D should be of 10 characters and should be unique for eachDVRAP

Camera/Mobile DVR.

Status : #4#

Figure 10-9

e. Click the Get Network Alarm Settings button, the connected devices will be automatically
detected and listed.
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10.2 Configuring the Notification Settings

Left-click the Alarm ServerE, select Notification Settings and type the ID and password. The
Notification Settings dialog box appears. You can configure the alarm settings for each device.

10.2.1 Motion Detection

Motion Detection Wi larm Input | Fideo Loz | Fan Failore | H.D Temperature | H.D Full | HD.Off | E-Mail Server Settings | Option | Network Alarm Settings Check

Pop-up Notification Window Diewice |PRG hd |

Auto closs after |10 sconds
Use same window for all notifications

Helect Text Colox

Sample Text

Ml Oz 002 O¢f2 O O6 g7 [Os
09 [OJ0 [Jit 2 [J12 [ 15 [

Pop-up Video Wind oo [] Select A

Auto clos after |10 weonds [] Send E-Mail

Ta: |
Subject:

[ Pliy Ao File [ epect udio Fie LB

Send alarm to main application Length of Hetwork 1D should be of 10 characters and should be unique for each DYRAP
Camera/Mobile DVR.

Status ;. ##

Figure 10-10

Device: Select a device from the drop-down list and select the desired channels.
Save Settings: After configuring all the settings, click the button to save the settings.

[ Pop-up Notification Window ] Check the box to enable a notification pop-up window in text format
when an event occurs.
m  Auto close after xxx seconds: Check the box to close the pop-up window based on the set-up
time.
m  Use same window for all notifications: Check the box to display all the text notifications on the

same window. Uncheck the box will display each text notification on an individual window.
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12 x|

Device Davice A
Time Description [T Channel Type Comments User

n m] 2013-08-06 131749 | Mation EDM3160-1.2.2 IP Camera
— 2013-08-0613:14:18 | Mation EAN3220 IP Camera

EventDate Time: 20130605 13:25:29 2013-08-08 131417 | Mation EAM3220 IP Camera
2013-08-0613:1415 | Mation EAN3220 IP Carera
2013-08-06 1311338 | Motion EAN3220 IF Camera
2013-08-0613113:38 | Mation EAN3220 IP C:amera
Channel 2013-08-0613:13:32 | Mation EAN3220 IP Camera
Device Type:  |P Camera 2013-08-06 13:13:28 | notion EAM2220 IP Camera

Description : Mation

Device Hame :  EANIZ20

v

’ Export ” Qpen “ Close ]

Notifications on the individual windows Notifications on the same window

m  Select Text Color: Click to set up the text color.

[ Pop-up Video Window] Check the box to enable a notification pop-up window in video format
when an event occurs.
m  Auto close after xxx seconds: Check the box to close the pop-up window based on the set-up
time.
m  Auto Record: Check the box to record the live view when an event occurs. Note this function is

only available for IP cameras.

[ Play Audio File] Check the box to set up an alert sound. Click the Select Audio File button to import
an audio file in WAV, WMA, MP3 or MID formats to alert the operator when an event occurs.

[ Send E-Mail] When an event occurs, the PowerVideo Plus will send a text notification to the setup
E-mail address. Check the Send E-Mail box, type the E-mail addresses, subject and text content. You
can add multiple E-Mail address by adding a comma between two addresses. To enable the E-Main
function, you have to configure the E-Mail settings (see 10.2.5 E-Mail Server Settings).

Send Alarm to Main Application: Check the box to enable the alarm function on the Main Screen.
For details, please refer to 10.3 Enabling the Alarm Function on the Main Screen.
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10.2.2 Alarm Input

I3 Notification Settings [ PRG ]

Pap-up Notification Window

Auto close after |30 seeonds
Use sarme window for all notifications

Belect Text Color

Sample Text

Devvice |PRG v |

1l 2 3 ¥4 > 6 [¥7 [#8

9 [0 [W]11 [#]12 [¥]13 [#]14 [#]15 [v]16
17 18 19 20 21 22 a3 24
25 26 27 28 29 30 31 32

Pap-up ¥ideo Windaw Helect 411

Auto closs after |20 seconds [] Send E-Mail

Auto Fecord To: | |

Subject | |
Play bvdo Fle [ Seloot Autio Fils 3t
Save Settings
Send alarm to main spphcation Length of N etwork 1D should be of 10 characters and should be unique for each DVRAP
Camera/Mobile DVR.
Statuz ;. ##

Figure 10-11

Device: Select a device from the drop-down list and select the desired channels.

Save Settings: After configuring all the settings, click the button to save the settings.

[ Pop-up Notification Window] Check the box to enable a notification pop-up window in text format

when an event occurs.

= Auto close after xxx seconds: Check the box to close the pop-up window based on the set-up

time.

m  Use same window for all notifications: Check the box to display all the text notifications on the

same window. Uncheck the box will display each text notification on an individual window.

13 Notification E

Event Date Time: 20130806 13:25:23
Description: Mation
Device Mame :  EAN3Z20
Channel

Device Type: I Camera

Close (300

Time Description E:\:TI]C; Channel _[r)yEpV;CE Comments User b

2012-08-061217.49 | Motion EDMN3160-1.2.2 IP Camera

2013-08-06 131418 | Mation EAMEZ20 IF Camera

2013-08-06 131417 | Mation EAMNEZ20 IF Camera

2013-08-0613:14:15 | Motion EAN3220 IF Camera

2013-08-06 13:13:39 | Motion EANI220 IF Camera

2012-08-06 121338 | Motion EAMNZZ20 IP Camera

2013-08-06 1313:32 | Mation EAMEZ20 IP Camera

2013-08-06 131328 | Mation EAMNEZ20 IF Camera -
’ Export “ Open “ Close ]

Notifications on the individual windows

Notifications on the same window

m  Select Text Color: Click to set up the text color.
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[ Pop-up Video Window] Check the box to enable a notification pop-up window in video format
when an event occurs.
m  Auto close after xxx seconds: Check the box to close the pop-up window based on the set-up

time.
m  Auto Record: Check the box to record the live view when an event occurs. Note this function is

only available for IP cameras.

[ Play Audio File] Check the box to set up an alert sound. Click the Select Audio File button to import

an audio file in WAV, WMA, MP3 or MID formats to alert the operator when an event occurs.

[ Send E-Mail] When an event occurs, the PowerVideo Plus will send a text notification to the setup
E-mail address. Check the Send E-Mail box, type the E-mail addresses, subject and text content. You
can add multiple E-Mail address by adding a comma between two addresses. To enable the E-Main
function, you have to configure the E-Mail settings (see 10.2.5 E-Mail Server Settings).

Send Alarm to Main Application: Check the box to enable the alarm function on the Main Screen.
For details, please refer to 10.3 Enabling the Alarm Function on the Main Screen.

58



§3EverFocus®

PowerVideo Plus

10.2.3 Video Loss

This function is not available for IP Cameras.

I3 Notification Settings [ PRG ]

| Motion Detection || Alsom Input an Fadlure | H.D. Tempersture | H.D Foll | H.DOff | E-Mail Server Settings | Option. | Network Alsom Settings Check |
Pop-up Notification Window Tsieg - |PRG 2 |
Auto cloge after |30 woonds
vl ]2 W32 []4 [»]5 [#]& [w]7 [v]@
Use same window for all notifications g 1l G
W9 [P0 [P11 [W]12 [#]13 [#]14 [v]15 [¥]16
Select Text Color
17 18 19 an 21 22 23 24
Sample Text
25 26 27 28 20 a0 1 32
Select AL
Flay Audio File Select Audin File
[] Send E-Madl
Ta:
Subject:
EBodyw:
Send alarm 0 main application Length of Hetwork 1D should be of 10 characters and should be unique for eachDYRAP
Camera/Mobile DVR.
Satuz : #8

Figure 10-12

Device: Select a device from the drop-down list and select the desired channels.

Save Settings: After configuring all the settings, click the button to save the settings.

[ Pop-up Notification Window] Check the box to enable a notification pop-up window in text format

when an event occurs.
|

time.

Auto close after xxx seconds: Check the box to close the pop-up window based on the set-up

Use same window for all notifications: Check the box to display all the text notifications on the

same window. Uncheck the box will display each text notification on an individual window.

ﬂ Notification

Event Date Time: 20130806 13:25:23

Description: Mation
Device Mame :  EAN3Z20
Channel

IP Camera

Close (300

Device Type :

[l_ Notification

x]

Time Description

Device
Mame

Channel

Dievice

~
Type User

Comments

2013-08-06 131749 |Motion

EDM3160-1.2.2

IF Camera

2013-08-0613:14:16 | Motion

EANZZ20

IF Camera

2013-08-0613:14:17 | Motion

EANZZ20

IF Camera

2013-08-08 1231415 | Motion

EAM3220

IP Camera

2013-08-0613:1339 | dotion

EAM3220

IF Camera

2013-08-06 131338 |Motion

EAN3ZZ0

IF Camera

2013-08-0613:13:32 | Motion

EANIZZ0

IF Camera

2013-08-0613:13:28 | Motion

EANZZ20

IF Camera

v

Cowor J_om |_owe |

Notifications on the individual windows

Notifications on the same window
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m  Select Text Color: Click to set up the text color.

[ Play Audio File] Check the box to set up an alert sound. Click the Select Audio File button to import
an audio file in WAV, WMA, MP3 or MID formats to alert the operator when an event occurs.

[ Send E-Mail] When an event occurs, the PowerVideo Plus will send a text notification to the setup
E-mail address. Check the Send E-Mail box, type the E-mail addresses, subject and text content. You
can add multiple E-Mail address by adding a comma between two addresses. To enable the E-Main
function, you have to configure the E-Mail settings (see 10.2.5 E-Mail Server Settings).

Send Alarm to Main Application: Check the box to enable the alarm function on the Main Screen.
For details, please refer to 10.3 Enabling the Alarm Function on the Main Screen.
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10.2.4 Fan Failure / HD Temperature / HD Full / HD Off

This function is not available for IP Cameras.

li Notification Sethings [ Endeavor ]

| Motion Detection | A lamm Input | Fideo Lo -Fan Failure |H.D Temperatore | D Full | B Off § E-Mail Server Settings | Onptinn | Network Alam Settines Check |
Pap-up Notitication Window Dievice : |Endeav0r v |
Auto cloze after |30 seconds
[ Use same window for all notifications
Jelect Texd Color
Sample Text
[ Flay Andio File Select Audio File
[] end E-Mail
To: |
Subject:
Bodar:
Bave Bettings
Send alarm to main application Length of Metwork ID should be of 10 characters and should be unique for each DYRAP
Camera/Mobile DVR.
Status - ##

Figure 10-13

Device: Select a device from the drop-down list and select the desired channels.
Save Settings: After configuring all the settings, click the button to save the settings.

[ Pop-up Notification Window] Check the box to enable a notification pop-up window in text format
when an event occurs.
m  Auto close after xxx seconds: Check the box to close the pop-up window based on the set-up
time.
m  Use same window for all notifications: Check the box to display all the text notifications on the
same window. Uncheck the box will display each text notification on an individual window.

I3 Wotification

Device Device »

Channel Camments User

Notifications on the individual windows

lillutiﬁcnliun

Event Date Time :

Description

Charinel

Device Hame :

Device Type :

2012-08-06 13:25:29
Mation

EAN3220

IF Camera

Close (30)

Time Description

Mame

Type

2013-08-0613:17:49

Mation

EDM3160-1.2.2

IP Camera

20M3-08-061314.18

Motion

EAM3220

IF Camera

2013-08-06 131417

hotion

EAN3ZZ0

IF Camera

2013-08-0613:14:15

Motion

EANIZZ0

IF Camera

2013-08-0613:13:38

Motion

EANZZ20

IF Camera

2013-08-06813:13:38

Mation

EAM3220

IP Camera

20M3-08-0813:1332

Motion

EAM3220

IF Camera

2013-08-06 131329

hotion

EAN3ZZ0

IF Camera

v

Ceon Joom J_oom |
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m  Select Text Color: Click to set up the text color.

[ Play Audio File] Check the box to set up an alert sound. Click the Select Audio File button to import
an audio file in WAV, WMA, MP3 or MID formats to alert the operator when an event occurs.

[ Send E-Mail] When an event occurs, the PowerVideo Plus will send a text notification to the setup
E-mail address. Check the Send E-Mail box, type the E-mail addresses, subject and text content. You
can add multiple E-Mail address by adding a comma between two addresses. To enable the E-Main
function, you have to configure the E-Mail settings (see 10.2.5 E-Mail Server Settings).

Send Alarm to Main Application: Check the box to enable the alarm function on the Main Screen.
For details, please refer to 10.3 Enabling the Alarm Function on the Main Screen.
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10.2.5 E-Mail Server Settings

l_-j Motification Settings [ Endeavor ]

| Motion Detection | Alsrm Input | Video Loss | Fan Failure | H I Tempersture | H.DUFull | H.D.Off | E-Madl Server Settings | Option. || Network Al Settines Check |

SMTP Server Ad5ess imail evertocns com |

SMTE Part :

From : |1B.ipei@everfocus.com.tw |

Tser Name : |123 |

Password |*** |

Tse SSL
Send alam o main application Length of Metwork |D should be of 10 characters and should be unique for each DVRAP

Camera/Mobile DVR.

Satug  ##

Figure 10-14

SMTP Server Address: Type the outgoing server address.

SMTP Port: Keep 25 for the SMTP port.

From: Type the e-mail address that the notifications sent from.

User Name: Type the user name of the e-mail address entered in the From field.

Password: Type the password of the e-mail address entered in the From field.

User SSL: If your e-mail server requires an SSL (Secure Sockets Layer) authentication for connection,
check the User SSL box.

Save Settings: Click to save the settings.
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10.3 Enabling the Alarm Function on the Main Screen

When an event occurs or the alarm is triggered, on the Main Screen, the color of the camera icon will
change for alert. To enable this function, on Figure 10-2, select the desired devices, configure the
event / alarm settings, enable Send alarm to Main Application and click the Save button.

¥ EverFocus [ Power¥ideo Plus - EverFo

Applicatian Live View

S e Jws] > [m]
(e

Dienvice View | CGrronp VWiew |

= 'E PowerVideo Plos
= === DYER
# === Epdeavor
# === PRG
= @ IP Camera
@ EANZZI
@ EDN3160-122
@ EMNZ220-1.0.4
@ EPN412Z-108
= /=, Mobile DYR
& o=, EMTE00
@ Camera l
D Camera 2
@ Comen }
@ Camernd
(O Camnera 5
@ Comemb
@ Coamem7
@ CoamemB
=== Encoder

Figure 10-15

Green: Indicates the camera is working normally.
Red: Indicates video loss on the camera.

Yellow: Indicates the event occurs or the alarm is triggered.
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Chapter 11 PTZ Control (IP Speed Dome)

You can remotely control the IP Speed Dome cameras or configure their settings through the
PowerVideo Plus. By setting up the Preset Position, Auto Pan, Tour and Pattern functions, you can

force the camera to move to a certain position or to move in a setup sequence.

To remotely control the speed dome cameras connected to the DVR, please refer to 15.4 PTZ Control
for Speed Dome Connected to the DVR.

11.1 PTZ Control

The PTZ Control is designed to control the PTZ cameras through the PowerVideo Plus. After
configuring the PTZ settings, you can activate the functions in the Actions Control Buttons field. To

configure the PTZ settings, please refer to the following sections.

Auta Pan Set Preset et Pattern Set Tour
PTZ Caontrolz Auto hode Settings

FanTilt Controls
Click the direction buttons to force the
camera to turn into that direction <€ @ @ @ Zoom
Click to stop the current action, such <€ @-@ Focus
as Auto Pan, Tour or Pattern
R

PTZGpeed |Highest v 5 selecta speed for Pan and Tilt

—+—» Click to Zoom In / Zoom Out

—t+—» Click to widen / narrow down the IRIS opening

E —— Click to Focus Near / Focus Far

Mavigation Speed | Highest v

Preset At Pan

| [awon
(o J o
| oo

’ A Pan(T) Tour(T)

P Actions Control Buttons

[ Range:1-192 | 1 |

Ll = fo] ] ]
Lol e e o]

Status: ##

Figure 11-1
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Actions Control Buttons

Navigation

Select a navigation speed for the setup actions.
Speed

To force the camera to turn to the preconfigured preset position, click the Preset
button, select a Preset number and then click the Go button.
Note: To use this function, you have to set a preset position (see 11.3 Set Preset).

To force the camera to pan automatically, click the Auto Pan button, select 1 or 2
(1 for the preconfigured point-to-point pan; 2 for endless 360°pan) and then click
the Go button. Only one preset Auto Pan can be configured. The endless pan will
rotate horizontally around the currently selected vertical camera axis. Simply
change the current vertical camera axis, if required, before clicking the Go button.
Note: To use this function, you have to set up an auto pan sequence or endless
pan speed (see 11.2 Auto Pan).

To move the camera in a preconfigured sequence movement, click the Pattern
button, select a pattern number and then click the Go button. Click the Live View
Window once can stop running the pattern. A preset Pattern is where you get up
to 90 seconds to move the camera (via the PTZ buttons) to your choice of
sequential positions at a preset speed. After which you can save that sequence of
movements. Up to 4 Patterns can be configured.

Note: To use this function, you have to set up a pattern (see 11.4 Set Pattern).

To move the camera in a preconfigured sequence consists of a selection of
Patterns and Preset Positions, click the Tour button, select a tour number and
then click the Go button.

Note: To use this function, you have to set up at least one tour (see 11.5 Set Tour).

Numeric . .
Click to enter the number for the selected action.
Buttons

Range Displays the selected number.

Go Click this button to activate the selected action number.

Click this button to clear the entered number.
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To bring up the PTZ Settings panel, follow the steps below:

1. On the Main Screen, drag and drop a PTZ camera in the Live View window.

2. Click on a live view window to select the camera which you want to set the PTZ controls. The

selected camera will be highlighted with a red frame.

P EverFocus [ Power¥ideo Plus - EF-Taipei |

Application Live Wiew

Devices

GRS Report Trymamic E-Maps

(@] [e]s]wo]
Device View | Gtroup View
=] 'E PowerVideo Plus
[}-a=m DVR
=n Endeavor
= g 1P Camera
% Tw
2 U
& EDN3340-1.23
@ EHNZ340.23
@ EPN42201.08
- =l Mobile DYE
Il EMva00
VR

s=n Encoder

" H_[l

=
=

& WelcomTadiiA3 GB (76.51 %) ... | Auto archive ssrver status © 0ff | Recording server statis © Op | Alarm server statis © O | Page sequencing status : Off | LiveView Activity: Changed Matrix to 2X2. | (5

About

3. Click Devices and click PTZ Control.

Application

¥ EverFocus [ Power¥ideo Plus - EF-Taipei ]

Live View

@ n|aifmlp|@®

Dievice View | Grronp View

= '@ PowerVideo Plus
=== DVE
=== Endeavor
= ‘e IF Camers
.:E; W
2% Us

ef EDMN33401.23
&f EHM33401.23
@ EPM42201.09

Figure 11-2

Dewvices

Device Management

Archive b
Playback »
Snapshot List
PTZ Contool

one DVE Sethngs
03D Bethngs
EEE-200

Figure 11-3

4. The PTZ Settings panel pops up.
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11.2 Auto Pan

To configure the Auto Pan settings to force the camera to pan automatically, click the Auto Pan tab,

the following panel appears.

B3] PIZ Settings - [EPN4122-1.0.8]

Auto Mode Settings
Set Preset et Pattern Zet Tour

PTZ Speed |Highest hd

Alto Pan
Set Left Pos . Set

Set Right Pos :
ﬂ

Endless Mode
Speed: | 32 {1 ~2448)
Cwyell Time L: | 7 Sec (1~99)
Cwyell Time R : | 7 Sec (1~949)

Apply

Status: Auto mode settings received successiully.

Figure 11-4

1. Using the direction buttons to adjust the camera view to a desired position where you want to
set up the position as the Left Position. You can select the pan / tilt speed from the PT Speed
drop-down list for controlling the direction buttons. Adjust zoom, focus and Iris if necessary.
Click the Set button next to Set Left Pos to save the current position as the Left Position.
Follow Step 2 to set up the Right Position and then click the Set button next to Set Right Pos.
Check the Endless Mode check box if you want the camera to pan endlessly.

Enter a speed at which the camera will move during the Auto Pan sequence.

o vk~ wnN

Enter a dwell time for the Left and Right positions (the time that the camera will pause at each
position).
7. Click Apply to apply the settings.
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To activate the configured Auto Pan function on the Live View window, on the PTZ Controls panel,
click the Auto Pan button, click “1” on the numeric buttons and then click the Go button. The camera
will continuously move to the left and right positions which you have configured. Click “2” on the
numeric buttons and then click the Go button will force the camera to pan 360° endlessly. Only one

preset Auto Pan can be configured.

I3 PIZ Settings - [EPN4122-1.0.8]

Auto Pan et Preset Set Pattern Set Tour
PTI Cortrolz | Auto Mode Settings

FanTilt Controls

Pattern

l
A Pan(T) ]

Range : 1192

o]

Figure 11-5

.E
o

]
o

.-
H-

EE

Note: The endless pan will rotate horizontally around the currently selected vertical camera axis.

Simply change the current vertical camera axis, if required, before clicking the Go button.
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11.3 Set Preset

You can configure up to 192 preset positions in this field. Click the Set Preset tab, the following panel
appears.

1 x|

PTZ Contrals Auta Mode Settings

At Pan et Preset Set Pattern Set Tour

FanTilt Cantrals

FTZ Speed |Highest w
Preset
Fage: 1 w
|
Presetbo: |1.1(H) e
Freset Info
Title : T{H) Set

Focus Mode :  |[AUtD w

White Balance | Auto w

Apply

Figure 11-6

1. Adjust the camera view to a desired position using the direction button. You can select the pan /
tilt speed from the PT Speed drop-down list for controlling the direction buttons. Adjust zoom,
focus and Iris if necessary.

2. To set up the current camera view as a preset position, select a page number and a preset
number from the Page and Preset No drop-down list for the current camera view.

3. Click Set to save the current position as the Preset Number you have selected.

Optionally set up a title, focus mode and white balance for this preset position view.

Follow Step 2 to 5 to set up another preset position. You can click the Next button to go to the
next page and then click the Preset No drop-down list to select a number. Or click on the number
in the Page field to select a preset number.

To activate the Preset function on the Live View window, click the PTZ Controls to display the PTZ
Control panel. Click the Preset button, click on the numeric buttons to select a preset number and
then click the Go button. The selected preset position should be displayed on the camera view.
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114

Set Pattern

You are given 90 seconds to move the camera (via the PTZ buttons) to different positions (and

different zoom / focus / Iris positions). The camera then saves that sequence under the Pattern No.
you’ve selected. Up to 4 Patterns can be configured. Click the Set Preset tab, the following panel

appears.

[

Bl
HE=

EEE]

Fattarn

Fattern Mo :

PTZ Contrals
Auta Pan Set Preset

FanTilt Cantrals

Zoam

Focus

IRIS

FTZ Speed | Highest

1

Set

] (]

Ao Mode Settings

Set Pattern Set Taur

HEHE
< [:::J[:::][:::J

X

Figure 11-7

To set up a Pattern Sequence:

1. Select a pan and tilt speed from the PTZ Speed drop-down list for the camera to move  to the

directions when you use the direction buttons during the configuration period.

Enter a pattern number in the Pattern No field.

Click the Set button to start the 90-second configuration period. Use the direction / zoom /

focus / Iris buttons to move the camera in the desired sequence.
4.  Click the Complete button to end the configuration.

Click Clear can void the configuration for the entered Pattern No. Click Go to view/test the configured

Pattern seque

nce.

To activate the configured Pattern function on the Live View window, click the PTZ Controls to display

the PTZ Control panel. Click the Pattern button, click on the numeric buttons to select a Pattern

number and then click the Go button. The camera will move to the positions in the Pattern sequence

you have configured.
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11.5

Set Tour

You can combine up to 16 preconfigured camera positions and patterns into one long sequence. Up

to 16 Tour sequences can be set up.

To set up a Tour Sequence:

1.

2.
3.

Click the Set Tour, the following Tour panel appears.

I3 PTZ Seitings - [EPN4122-1.0.8]

Select a number from the Tour No drop-down list.

PTZ Contralz Avuto Mode Settings

SutoPan | SetPreset | SetPattern
Tour Mo |1 w

Sr | Mode v | DR Speed(1~255)

Tirmel1 ~99)

M Freset |1 7 100

2 |Preset |2 7 100

3 |Preset |3 7 100

4 |Preset |4 7 100

5 |preset |3 7 100

& |Preset |6 7 100

7 |Preset |7 7 100

g |Preset |8 7 100

9 |Preset |9 7 100

10 |Preset |10 |7 100

11 |Preset |11 7 100

12 |Preset |12 |7 100

13 |Preset |13 |7 100

14 |Preset |14 |7 100

15 |Preset |15 |7 100

16 |Preset |18 |7 100

Apply ] [ Default
Figure 11-8

To set up the first position for Tour No.1, select OFF, Preset or Pattern in the Mode field.

Tour Mo |1 w
St Mode vaye D0l Speed(1~255)
Timer1~99) | =P
1 Preset » ‘1 |? 100
2 |en 100
3 Pattern 100
| | T
Figure 11-9
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Enter a Preset No. or Pattern No. in the Value field.
Enter a dwell time that the Tour will pause at a Preset position or after a Pattern sequence.
Enter a speed at which the camera will move to the Preset position or first point of the Pattern
sequence.

7. Follow Step 3 to 6 to configure up to 16 positions for Tour No.1.
To configure another Tour sequences, select a number from the Tour No drop-down list and
follow Step Step 3 to 6 to configure up to 16 positions for the selected Tour number.

w

Click Apply to apply the settings.

To activate the configured Tour function on the Live View window, click the PTZ Controls to display
the PTZ Control panel. Click the Tour button, click on the numeric buttons to select a Tour number
and then click the Go button. The camera will move to the positions in a long sequence you have

configured.
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11.6  Auto Mode Settings

Click the Auto Mode Settings, and the following panel displays.
L] X

Auto Pan Set Preset Set Pattern Set Tour
PTZ Cortraols ' Auto Mode Settings

Paositian Setting
Freeze Picture v Apply

Auto Mode Settings

Auto Resume off -
Resume To : Pos. 1iH) b
Pawer up Fune. Prev. Mode hd

Auto Flip Off Lvs Anply

Figure 11-10

Freeze Picture: This function can be used in conjunction with the Preset function. If you select On,
the camera will directly jump to the selected position without moving. If you select Off, the camera
will move to the selected position.

Auto Resume: Activate this setting to return the camera to the previous mode, if no action has
occurred for a selectable period of time. Available options include After 0.5 M (minute), Afetr 1 M,
After 5 M, After 10 M, After 30 M, After 60 M, and OFF (deactivate this function). After the selected
period, the camera will revert to the mode you set in the “Resume To” field below.

Resume To: Select the mode that the camera will return to, if you have configured the Auto Resume
field above. Available options are POS.1 (H) (the Preset position “1”), TOUR1, PAT.1 (Pattern “1”),
AUTO PAN and PREV.MODE (the previous mode the camera was in).

Power Up Func.: Select the mode that the system will revert to when a power failure occurs.
Available options of this field are OFF, POS.1 (H) (the Preset position “1”), TOUR.1, PAT.1 (Pattern “1”),
AUTO PAN and PREV.MODE.

Auto Flip: Select ON to tilt the camera by 180° using the direction controls on the PTZ Control window.
Owing to the mechanical design, the camera will tilt 90° first, and then the camera will flip by 180
degrees, after that, go down to 180° (see image below). Select OFF to disable the Auto Flip function
and the camera will be tilted by 90°.
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Chapter 12 GPS Tracking

You can send the GPS data from the mobile DVR to the PoverVideo Plus through Meta Server, and
display multiple GPS tracks on single window. The number of GPS tracks is unlimited. You can also

play back the GPS tracks or set up GPS fences on the E-Map.

haA MR, o

| O ﬂl‘ ‘II a0 . Y

5 | Vatkad } |
e la '
e i |
/'5/ l |
+ — \ r
> \ r 4
— S ,’//
— (¢ | Y
— k \ \ ‘ P d
k) Y) ¢
— Vs
- EMV400 H
— Last position date/time- 09-08-2013 18:40-54
= 7 ~=_ E
= \ ° ¥ S '\“———-.h
.3 bl 0 _—
- Tith N | 4
b ]
%0 d e
| : D\ap contributors, Tles courte y v _-Ulnxl
- . .\n
I g
{1 =
Vehicle Name Evert Time Lad
EMV4D0 Back to nomal speed imit. 03-Aug-13 18:42:11 __e
EMVADD Speed limit crossed [9-Aug-13 TR.4201
EMV400 Alam 2 triggered succassfully 03-Aug-13 18:4120
EMV400_AB Connected successfully. 09-Aug-13 18:39:44
EMVAD0_AC Connected succesduly. 09-4uig-13 18:39:44 v
Figure 12-1

Description
1 Reset Map Click to refresh the E-map.
p Live View Click to display the live view window of the selected device.
3 Trigger Alarm Click to trigger the alarms of the selected device.
4 Device List Select a device from the drop-down list.
5 Hide Event Click to hide / display the Event List.
6 Map Rendering Click to select a desired rendering of the map.
7 Event List Display the events and time of the devices.
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12.1 Activating GPS Tracking Function

You have to configure the Meta Server port on the PowerVideo Plus and then configure the Meta

Server settings on the Web interface of the Mobile DVR.

On the Power Video Plus:

On the Main Screen, click the Option button and click Configure Meta Server Port. The default

Meta Server port is 1602. If you want to set up a new port, type the new port, click the Save

button and then restart the PowerVideo Plus.

[I Meta Server Port

w

Meta Server Port ;| [EEE

Figure 12-2

On the Web interface of the Mobile DVR:

1.

v ok W

Click the Network button and click Meta Server, the following setup page appears.

N3 EverFocus™™ EE » @ A4 B

Dta Type

Alarm Server

Send GPS Data to Remote Server

Remote/Mobile Keep Connection Alive

Server P
Protocol

(i 1602

Time Interval

Figure 12-3
Select GPS Data from the Data Type drop-down list.
Enable Send GPS Data to Remote Server and Keep Connection Alive.
Type the IP address of your local computer and select a protocol type.
Type the Meta Server port in the Port field. This port should match the Meta Server port set
up on the PowerVideo Plus.
Set up a time interval to send GPS data to PowerVideo Plus.
You can click the Test Connection button to check out the connection.

Click Apply.
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After setting up the above settings, on the Main Screen of PowerVideo Plus, click GPS, click GPS
Tracking and select All Devices or a desired mobile DVR, the GPS Tracking window appears (Figure

12-1).

You can set up the speed limit. Once the vehicles exceed the speed limit, a “Speed limit crossed”
event will be listed in the Event List (No.7, Figure 12-1). On the Main Screen, click the GPS button and

click Vehicle Speed Configuration, the following window appears.

B3 Yehicle Speed Configuration

M

Wehicle Speed Limit

Device Name Speed Qo)

Status: ##

Figure 12-4
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12.2 Playing Back GPS Tracks

You can play back the GPS tracks recorded on the mobile DVR through the PowerVideo Plus.

I3 GPS Tracking Playback |Z”E| E|
Vehicle Name: | EMwE00 A4 Play from: |12/01/2011 150600 v H” ‘ u
GPS Playback
lij, > ' velsaa
Lat: N 20° 35.1532° o N
Lon: E 72° 57.1687° ’ [~
Speed: 74.0 km/h £ VIR )
i 4 4 -
(§ | | s
1\: ) g
. §
k, . g&“"- p
! A
= A A
eg \\
ez QI&TIM
I".
W
Status: Getrecorded data successfully. Playback Info: 18/01/2013 04:23:06 PM

Figure 12-5

To play back the GPS tracks:
1. Start the GPS Tracking function. Please refer to 12.1 Activating GPS Tracking Function.

Note: To play back the GPS tracks, you have to start the GPS tracking function and let the GPS
Tracking window remain open for 10 minutes at least as the mobile DVR stores GPS data every

10 minutes.

2. On the Main Screen, click GPS and click GPS Tracking Playback, the GPS Tracking Playback
window appears (Figure 12-6).
3. Select a mobile DVR, select a playback time and then click the Show GPS Tracking Playback

button , the GPS track starts playing back.

4. You can optionally play back the camera recordings by clicking on the device circle and the

playback window appears.

EMV400 |
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12.3 Configuring the GPS Fences

You can display the GPS fences predefined on the Mobile DVR on the E-map.
To display the GPS Fence:
1. On the Web interface of the Mobile DVR, click the Alarm/Event button and click GPS in the

left-side menu. Select GPS Fencing from the drop-down list and configure the settings below. Click
the Apply button to apply the settings.

#3 EverFocus ™" B2 @ @mrg B S0 4 2 Q

Alarm
Event cPs Alarm EXTNE
Video Loss Border Type EIE

G Sensor

Coordinate Express [sZeIuCivEiEEEES
Motion Center Latitude Sl _ﬂ

center Longitude [ KGN . B

Figure 12-6
To get the GPS coordinates of the Mobile DVR:

a. Click Display Settings, Monitor On-Screen Display, and then check the GPS Status item.

Main Title

Camera Title

Figure 12-7

b. Go to the Web page of the Live View, the GPS coordinates will be displayed.
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2. On the Main Screen of the PowerVideo Plus, click GPS and click GPS Fencing, the following

window appears.
I3 GPS Fencing
Vehicle Name: | EMvE00 v| | Show Fencing | I Set Fencing
Pravesr = _
G
MADANWAD
Government
RAMJI- Water Tank
o TEKRA o =)
\ Sardaf Fruit
@ a8
darket
z
2 s RAMWADI & *,
..\\l\n \M | 1,
T PARNIWAD  * KAPAD n
o DHOBI & Nevker o Al
= ULy Stadium Rd &
5
R. o ¢
-
55&1;5,, =
valsad
Railway
ol Office B
OVERNMENT o
OFFIC|{RS ) A
coLONY Y
= Halar Ad
cicTle SHREE Hala _
: sinmar  8OLIETY VT B 22013 Gocle - (MMl EIRAENS
Status: GPS Fencing set successfully.
Figure 12-8

3. Select a device from the Vehicle Name drop-down list and click the Show Fencing button, the GPS

Fence displays on the E-map.
4. To change the radius, drag and drop the red Pin * The blue Pin indicates the GPS coordinates

set up in Figure 12-6.
5. Click the Set Fencing button to save the settings.
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Chapter 13 Backup Utility

You can back up the configurations in the PowerVideo Plus. The backup settings can be restored to

the current computer or imported to another computer.

To export the configurations:

1. On the Main Screen, click Option and select Backup Utility, the following window appears.

I3 Power¥ideo Plus Backup Settings &|

Welcome to PowerVideo Plus
Backup/Restore Utility

Thig WWizard will help you Import/Export zettings.
Mate: Imparting the settings will ovenwrite the existing settings.

et H Cancel

Figure 13-1

2. Click Next, the following window appears.

x)

I3 Power¥ideo Plus Backup Settings

Welcome to PowerVideo Plus
Backup/Restore Utility

) Impart Settings

[ Back H Mext H Cancel

Figure 13-2
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3. Select Export Settings and click Next, the following window appears. Click Browse to browse a
backup path.

I3 Power¥ideo Plus Backup Settings

Welcome to PowerVideo Plus
Backup/Restore Utility

Pathe  |C:\PowervideoPlus_2013_08_07_15_09.bak [ Browse |

[ Back H Export H Cancel ]

Figure 13-3

4. Click Export, the configuration file (.bak) will be saved to the selected path.

To import the configurations:
1. Follow Step 1 and 2 in the Export Configurations section above.

2. Select Import Settings (Figure 13-2), click Next, and then browse a configuration file to import,
the following window appears.

I3 Importing Backup D_<|
Current version of Powervideo Plug' iz already contadns the following data.

Would wou like to replace the existing recond
Device Name [P AddressDDNE Address

192.168.0.126:80

Tl ith this record ™
Device Name IF 2ddressDDNHE Address
EPN4122-1.08 192 168.0.126:80

[ Overwrite Current Record ] l Overwrite All Records ]
[ Skip Current Record ] l Skip All Records l Stap Import Pracess
Figure 13-4

Click the Overwrite All Records button to overwrite all the configurations. The system will display
a confirm message. Click the Overwrite All Records button again to start overwriting the
configurations.

If you want to overwrite the current configuration displayed in the Backup Utility window, click
the Overwrite Current Record button.

If you want to skip the current configuration displayed in the Backup Utility window, click the
Skip Current Record button.

If you want to skip all the configurations, click the Skip All Records button.

82



'] EverFocus® PowerVideo Plus

Chapter 14 Bandwidth Monitor

The Bandwidth Monitor displays the bandwidth usage status for the PowerVideo Plus, which provides
an instant visibility of the bandwidth used by the PowerVideo Plus. On the Main Screen, click Option
and select Bandwidth Monitor, the Bandwidth Monitor icon will be minimized to the system tray
and the following window appears.

time: 3805 scale: 128 kb

162 Bfs

Figure 14-1

Right-click the Bandwidth Monitor icon to bring up the following setup list, and then you can
configure the settings. To close / exit the Bandwidth Monitor, click Exit PowerVideo Plus Bandwidth
Monitor.

v Show Desktop bMeter
v Alwaws On Top
Simple Notify Ieon
ColorsfOpacity r

Dizplay Averages
Tpdate Interval
CGrraph Seale
CGrraphs

Uhits

Interfaces

v vy v v

b

Exit PowerVideo Plus Bandwid th Monitor

Figure 14-2
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Chapter 15 Other Functions

15.1 Applying DVR Settings to Multiple DVRs

You can remotely apply the DVR settings to multiple DVRs connected to the PowerVideo Plus. Note

that you can only apply the settings of the selected DVR to the same DVR models.

To start the Clone DVR Settings function:

1.

On the Main Screen, click Devices and then click Clone DVR Settings. The following window
appears.

I3 Clone DYR Settings Q@@

Copy Configoration File From
PR v|

To:

Device Name

| ecor264x1-1610
V| ecor264x1-1653

[] elect AT Upload ] l Close
Status: ##

Figure 15-1

From the Copy Configuration File From drop-down list, select a DVR to copy the settings, the
same DVR model connected to the PowerVideo Plus will be automatically detected and listed in
the Device Name field.

Check the boxes to select the desired DVRs for applying the same settings from the selected
DVR in the Copy Configuration File From field.

Click the Upload button, the selected DVRs will run an automatic process of applying the
settings.

Once the process is complete, the Status on the bottom of the Clone DVR Settings window will
display “Configuration uploaded successfully”.
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15.2 Temporarily Disconnecting Live Streams

You can temporarily disconnect (black screen) each single live stream of the IP devices, or
disconnect multiple live streams of the (Mobile) DVR / NVR.

To temporarily disconnect a single live stream of the IP devices:

On the Display Window, select a desired live stream by clicking on it to make a red frame and then
click the Pause button '] on the Live View Tool Bar to temporarily disconnect the live stream,
the Pause button will turn to Play button "* | To reconnect the live stream, click the Play button.

Application Live View Devices (61 Report Dymeomdc E-Maps COption Ahout

BonncEoN™

[=-==m DVE
==a ECOR264

>

= g P Camera
& EHN3ZE0-1.21
@ EHNI340
@ EPN4ZI
& EZN32E01.2.1
)=l Mobile DVR
== NVR

= Encoder - - L
= - — ] P ? Jia=—Y
._‘ Welcome admin! C: 1539 GE (10.51 %) ... | Auto archive server stats © Off | Recording server status © Oy | Alaom server stabis : Oy | Page sequencing status © Off | LiveView Activiby: Live stream started . | [

Figure 15-2

To temporarily disconnect multiple (Mobile) DVR / NVR live streams:

In the Device List, right-click a (Mobile) DVR / NVR and then click Stop All Camera. All the live views
of the (Mobile) DVR / NVR will display black screens and the & Stop AllCamera  tyrns to

# Recommect Al Camera | To reconnect all the (Mobile) DVR / NVR live streams, click
"- Reconnect All Camera

= = Mobile DYR

|

e o
= - % Update Camera Name from DYR Update Camera Wame from DYR
@ Cs 3% Open Device Settings Open Device Settings
@ i = Open Plavback Open Playback
@ i@ Stop All Camern Reconnect All Camera
@ Cs Maove To 3 Move To »
@ Cq. @ Lctivate Alacm Output » Activate Alarm Cratprt »

Figure 15-3
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15.3 Lens Control (IP Camera)

You can remotely control the lens of EverFocus’ bullet IP camera. To bring up the Lens Control panel,
follow the steps below:

1. On the Main Screen, drag and drop a bullet IP camera in the Live View window.

2. Select a bullet IP camera live view by clicking on its live view to make a red frame.

¥ EverFocus [ Power¥ideo Plus - EF-Taipei ]

Application Live Yiew Devices

(ax)

Device Yiew | Group View

=] '@ PowerVideo Plus

oy e

)= D¥R
= Endeavor
=+ g IP Camera
2w
s
& EDN330123
&F EHNI3401.23
& EPN42201.09
U W E-N33401.2.3
= J=!, Mobile DVR
J=l, Ervaon
== NYR
) WYRANNA

£ Welcome BoBdt 63 OB (76.31 %)

... | Avto axchive server status : Qff | Recording ssrver status © O | Alaon ssrver status : Off | Page sequencing status © Off | LiveView Activity: Changed Matrix to 222, | [/

Diymanmic E-Maps

Ciption About

3. Click Devices and click PTZ Control.

¥ EverFocus [ Power¥ideo Plus - EF-Taipei ]

Application Live Tiew

T
() 1

virm ple

= 'E PowerVideo Plug

Device View | Crronp View |

o} === DVR
a==a Endeavor
= g TP Camers,
i oTw
2 Us
&f EDN33401.23
& EHN33401.23
& EPN4Z20-1.04
" WEZN3401.2.3

Figure 15-5

[

Figure 15-4

Device Management

Apchive 1

Plaxback 3

Snapshot List

FTE Comtrol

Clone DYE Settings

Q3D Sethings:
EEB-200
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4. The Lens Control panel pops up. Click the D buttons to focus one step farther/closer or

++
zoom in/out one step forward/backward. Click and hold the B buttons to continuously

focus farther/closer or continuously zoom in/out.

[%] PTZ Settings - [EZN3340-1.2.3]1 [ [O[X]

Lens Comntonl

o -]
roows [ ][ -]

Status: ##

Figure 15-6
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15.4 PTZ Control for Speed Dome Cameras Connected to the DVR

You can remotely control the speed dome cameras connected to the DVR through the PowerVideo

Plus.

I3 PIZ Settings X

Pan(Tilt Controls

Zoom E——b Click to Zoom In / Zoom Out
Focus E——) Click to Focus Near / Focus Far

IRIS E——» Click to widen / narrow down the IRIS opening
oS0 q——b Click to bring up the OSD menu, and

Click the direction buttons to force the
camera to turn into that direction
i
-
When the OSD menu is enabled, you
can use the up/down buttons to select
options or the right/left button to
enter/exit the sub-menu.

Actions Control Buttons

Numeric Buttons
C (Clear)
Go

S (Set Preset Position)

D (Delete)

then use the direction buttons to view
the OSD menu / sub-menu.

H

P Actions Control Buttons

Preset l

|
|

Pattern l

Figure 15-7

Displays the selected number.

Click to enter the number for the selected action.

Click to clear the entered number.

Click to activate the selected action number.

Use the direction buttons to select a position, select a number from the
numeric buttons for this position and then click the S button to save the

setting.

Click to delete a setup Preset / Auto Pan / Pattern / Tour.

To force the camera to turn to the preconfigured preset position, click
the Preset button, select a Preset number and then click the Go button.
Note: To use this function, you have to set up a preset position first, see

S (Set Preset Position) above.

88




[] EverFocus® PowerVideo Plus

Click to start / stop the Auto Pan function. Note: for this function to
Auto Pan work, you have to pre-configure the Auto Pan function of the camera
through the DVR.

To move the camera in a preconfigured sequence movement, click the
Pattern button, select a pattern number and then click the Go button.
Pattern Click the Live View Window once can stop running the pattern. Note: for
this function to work, you have to pre-configure the Pattern function of
the camera through the DVR.

To move the camera in a preconfigured sequence consists of a selection
of Patterns and Preset Positions, click the Tour button, select a tour
number and then click the Go button. Note: for this function to work,
you have to pre-configure the Tour function of the camera through the
DVR.

To bring up the PTZ Settings panel, follow the steps below:

1. On the Main Screen, drag and drop a speed dome camera connected to the DVR in the Live View

window.

2. Select the speed dome camera by clicking on its live view to make a red frame.

¥ EverFocus [ Power¥ideo Plus - EverFocus | |:”E|rzl

Application Live View

B Lo Jelp]e] |
EEEE T

Device View | Group View |

[=} === DVER L)

@ Cameral
@ Camera2
@ Camera 2
@ Camera 4
@ Cameras
@ Camerab
@ Camera?

L ' 3 d. |
@ sty w0 B i L A0 M\

_‘ Weleome adminl C: 15 33 GE (1047 %) | Auto archive server status - Off | Recording server statis - Oy | Alanm serever statis - Oy | Page sequencing status - Off | LiveView Letivit: Live steam started | [

Figure 15-8

3. On the Main Screen, click Devices and click PTZ Control. The PTZ Settings panel pops up.
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15.5 Snapshot List

You can search and then view the snapshot images on the Snapshot List. On the Main Screen, click
Devices and click Snapshot List, the Snapshot List window appears. For details on taking snapshot

images, see 3.1 Live View Tool Bar.

I3 Snapshot List

Dievice Name |A]l vl
From : |25.-‘-|——H.Q|313 1624 s To: |28+—HR013 1824 |
LookIn: | DAPV+ recordings v
S Mo DeviceMame  napshotDate/Tin File Type Snapzhot Type File Size Wiem

EZN3340-123 25-11-20121.. PG File
EZN3340-123 (25-11-20131.. 15249 KB
25-11-20131... Manual Snaps... (24755 KB

[ Select AL 3 Record ) Found..

Figure 15-9

Device Name: Select a device from the drop-down list.

From...To: Select the desired time period. You can simply set up the date and time period by clicking
on the number and type the desired date and time.

Look In: Select a storage path of the snapshot images.

Note: By default, the snapshot images are saved at C:\Program Files\Everfocus\PowerVideo
Plus\Everfocus\Snapshot. To change the storage path, see 4.1 Changing the Recording Path.

Search: Click to search the snapshot images.

To delete the snapshot images, check the desired snapshot images and then click the Delete
button.
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15.6 EKB200

This function is for DVR only. You can connect an EKB200, which is EverFocus’ USB keyboard, to the
USB port on the computer to remotely control the Pan, Tilt, Zoom, Iris, Focus, Preset and Autopan of
the speed dome cameras connected to the DVR (only). Note that for the Preset and Autopan
functions to work, you will have to pre-configure the Preset and Autopan functions of the speed
dome through the DVRs and then configure the settings on the PowerVideo Plus (see Step 4 below).

To start using this function:
1. Connect the EKB200 keyboard to the computer and then start the PowerVideo Plus.
2. Dragand drop a speed dome camera connected to the DVR in the Live View window.

3. Select the speed dome camera by clicking on its live view to make a red frame. You can now use
the Joystick on the EKB200 keyboard for PTZ control.

¥ EverFocus [ Power¥ideo Plus - EverFocus ]

Application Live Yiew Drynaonic E-Maps

] Ta]s>Te] |
EEEE

Device View | Group View |

5 -== DVR S

@ Cameral
@ Camera 2
@ Camera
@ Camera 4
@ Camera’s
@ Camera b
@ Camera 7

. i3 —._, . NG > /%/ b
? Camera 8 v J ﬁ‘ '1.-‘ o R, H '»l'. \\.{\: = ! /

._f Welcome sdminl C: 1532 GB (10.47 %) ... | Luto archive server status : Off | Recording server status : Oy | Alaom server statos © Oy | Page sequencing stabus © Off | LiveView Lebivity: Live stream started. | %)

Figure 15-10

4. To enable the Preset and Autopan functions, configure the below window to define the functions
for each control key on the EKB200 keyboard. On the Main Screen, click Devices and click EKB200,

the following window appears. After the configurations, click the Save button to save the settings.
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I3 EKB-200 Bution Mapping X

A

Device |ECOR264 v|  Chamel
Key No Action Valne
1 | Goto Prest v | L=
2 | Start Autopan v |
3 | Goto Presst v | ERES
4 | Goto Prest v |
> [ J
e g
= 2
= )
= g
[ 4 [P @
1 | [Blauk] v
12 | [Blauk] v |
Step 11X |

Statnz EEB Fethings soved successflly,

Figure 15-11

Device: Select a DVR from the drop-down list.
Channel: Select a channel of the DVR.
Key No: The control key number on the EKB200 keyboard.
Action: Select an item from the drop-down list to define the function for each key on the
keyboard. Once you press the key number, the camera will do the action.
e Blank: Select to leave it a blank for this key number.
e Goto Preset: Select to set up the Preset function for this key. Specify a number in the
Value column for the preset number.
e  Start Autopan: Select to set up the Start Autopan function for this key. To stop the Autopan
function, simply move the joystick to any direction.
Value: Select a value for the selected Action item. For example, selecting Goto Preset from the
Action drop-down list and selecting 2 in the Value column represents the Preset Position 2.
Step: Select a speed for the PTZ control of the joystick on the EKB200 keyboard.

5. Press the control keys on the EKB200 keyboard, the camera will do the action which you’ve
defined for the keys.
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